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1 - Introduction to Pcbnew
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1.1 - Description

Pcbnew is a powerful printed circuit board software tool available for the Linux, Microsoft Windows and
Apple OS X operating systems.

Pcbnew is used in association with the schematic capture software program Eeschema, which provides
the Netlist file - this describes the electrical connections of the PCB to design.

A second program CvPcb is used to assign each component in the Netlist produced by Eeschema, to a
module that is used by Pcbnew. This can be done either interactively or automatically using equivalence
files.

Pcbnew manages libraries of modules. Each module is a drawing of the physical component including
its footprint - the layout of pads providing connections to the component. The required modules are
automatically loaded during the reading of the Netlist produced by CvPcb.

Pcbnew integrates, automatically and immediately, any circuit modification, by removal of any erroneous
tracks, addition of the new components, or by modifying any value (and under certain conditions any
reference) of the old or new modules, according to the electrical connections appearing in the scheme.

Pcbnew provides a rats nest display, a hairline connecting the pads of modules which are connected on
the schematic. These connections move dynamically as track and module movements are made.

Pcbnew has an active Design Rules Check (DRC) which automatically indicates any error of track layout
in real time.

Pcbnew can automatically generate a copper plane, with or without thermal breaks on the pads.

Pcbnew has a simple but effective autorouter to assist in the production of the circuit. An Export/Import
in SPECCTRA dsn format allows to use more advanced auto-routers.

Pcbnew provides options specifically for the production of ultra high frequency circuits (such as pads of
trapezoidal and complex form, automatic layout of coils on the printed circuit...).

Pcbnew displays the elements (tracks, pads, texts, drawings and more) as actual size and according to
personal preferences:

» display in full or outline.

» display of the track/pad clearance.

1.2 - Principal design features
Pcbnew has an internal resolution of 1/10000 inch.

Pcbnew works on 16 layers of copper, plus 12 technical layers (silk screen, solder mask, component
adhesive, solder paste, drawings and comments...) and manages in real time the hairline indication (rats
nest) of missing tracks.
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The display of the PCB elements (tracks, pads, text, drawings...) can be customizable:
* In full or outline.
*  With or without track clearance.

* by hiding certain elements (copper layers, technical layers, zones of copper, modules...), which is
useful for high density multi-layer circuits.

For the complex circuits, the display of layers, zones, components can be removed in a selective way for
a better legibility of the screen.

Modules can be rotated to any angle, with a step of 0,1 degree.

Pads can be round, rectangular, oval or trapezoidal (the latter is necessary for the production of ultra
high frequency circuits). In addition several basic pads can be grouped.

Both the size of each pad, and the layers where they appear, can be adjusted.
The drilling of holes can be offset.

Pcbnew can automatically generate copper planes, with automatic generation of thermal breaks around
the pads concerned.

The Module Editor can be accessed from the Pcbnew toolbar. The Editor allows creation or modification
of a module from the PCB or a library and then saved to either. A module saved to the PCB can be
subsequently saved to a library. In addition all modules on the PCB can be saved to a library by creating
a footprint archive.

Pcbnew generates in an extremely simple way all the documents necessary:
* Fabrication outputs:
o Files for Photoplotters in GERBER RS274X format.
o Files for drilling in EXCELLON format.
* Plot files in HPGL, SVG and DXF format.
* Plot and drilling maps in POSTSCRIPT format.

* Local Printout.

1.3 - General remarks
Pcbnew requires a 3 button mouse. The 3rd button is mandatory.

Finally it should be noted that the diagrammatic tool Eeschema and CvPcb are needed to create the
required netlists.
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2 - Installation

Table of Contents
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2.2 - Modifying the default CONfIQUIALtION..................uuuueeeeeeieee ettt 9

2.1 - Installation of the software

The installation procedure is described in the kicad documentation.

2.2 - Modifying the default configuration

A default configuration file kicad.pro is provided in kicad/share/template. This file is used as the initial
configuration for all new projects.

This configuration file can be modified to change libraries to be loaded

To do this:

* Launch pcbnew using kicad or directly. On Windows is in c:\kicad\bin\pcbnew.exe and on Linux
you can run /usr/local/kicad/bin/kicad or /usr/local/kicad/bin/pcbnew if the binaries are located
in /usr/local/kicad/bin.

» Select Preferences - Libs and Dir.
* Edit as required.
* Save the modified configuration (Save Cfg) to kicad/share/template/kicad.pro.
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3 - General operations
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3.1 - Toolbars and commands

In Pcbnew it is possible to executes command via various means:

* text-based menu at the top of the main window.
* top toolbar menu.

* right toolbar menu.

* left toolbar menu.

* mouse buttons (menu options). Specifically:

* The right-hand mouse button reveals a Pop up menu the content of which depends on the
element under the mouse arrow.

* keyboard (Function keys F1, F2, F3, F4, Shift, Delete, +, - Page Up, Page Down and “space”
bar). The “Escape” key generally cancels an operation in progress.

The screen-shot below illustrates some of the possible accesses to the operations:
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I Pcbnew (2011-11-11 BZR 3227)-testing F:\kicad\shareldemos\interf_u\interf_u.brd
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3.2 - Mouse commands

3.2.1 - Basic commands
e Left button

o Single click displays the characteristics of the module or text under the cursor to the lower
status bar.

o Double click displays the editor (if the element is editable) of the element under the cursor.
* Centre button/wheel

o Rapid zoom and some commands in layer manager. A 2 button mouse is undesirable.
Hold down the centre button and draw a rectangle to zoom to the described area.
The rotation of the mouse wheel will allow you to zoom in and zoom out.

* Right button
o Displays a pop-up menu

3.2.2 - Operations on blocks

Operations to move, invert (mirror), copy, rotate and delete a block are all available via the pop-up
menu. In addition the view can zoom to the area described by the block.
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The framework of the block is traced by moving the mouse whilst holding down the left mouse button.
The operation is executed when the button is released.

By holding down one of the hotkeys “Shift” or “Ctrl”, or both keys “Shflt and Ctrl” together, whilst the
block is drawn the operation invert, rotate or delete is automatically selected as shown in the table
below:

Summarised orders:

Left mouse button held down Trace framework to move block

Shift + Left mouse button held down Trace framework for invert block

Ctrl + Left mouse button held down Trace framework for rotating block 90°
Shft+Ctrl + Left mouse button held down Trace framework to delete the block
Centre mouse button held down Trace framework to zoom to block

When moving a block:
* Move block to new position and operate left mouse button to place the elements.

* To cancel the operation use the right mouse button and select Cancel Block from the menu (or
press the Esc key).

Alternatively if no key is pressed when drawing the block use the right mouse button to display the pop-
up menu and select the required operation.

For each block operation a selection window enables the action to be limited to only some elements.
3.3 - Selection of grid size

During elements layout the cursor moves on a grid. The grid can be turned on or off using the icon on
the left toolbar.

Any of the pre-defined grid sizes, or a User Defined grid, can be chosen using the pop-up window, or the
drop-down selector on the toolbar at the top of the screen. The size of the User Defined grid is set using
the menu bar option Dimensions - User Grid Size.
3.4 - Adjustment of the zoom level
To change the zoom level:

* Open the pop-up window (using the right mouse button) and to select the desired zoom.

* Or use the function keys:
F1: Enlarge (zoom in)
F2: Reduce (zoom out)
F3: Redraw the display
F4: Centre view at the current cursor position

¢ Or rotate the mouse wheel.

*  Or hold down the middle mouse button and draw a rectangle to zoom to the described area.

3.5 - Displaying cursor coordinates

The cursor coordinates are displayed in inches or millimetres as selected using the 'In' or 'mm' icons on
the left hand side toolbar.

Whichever unit is selected Pcbnew always works to a precision of 1/10,000 of inch.
The status bar at the bottom of the screen gives:
* The current zoom setting.

* The absolute position of the cursor.
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* The relative position of the cursor. Note the relative coordinates (x,y) can be set to (0,0) at any
position by pressing the space bar. The cursor position is then displayed relative to this new
datum.

In addition the relative position of the cursor can be displayed using its polar co-ordinates (ray + angle).
This can be turned on and off using the icon on the left hand side toolbar.

Z111 X 61000 Y 2.1500 261000 v 21500 Inch ‘

3.6 - Keyboard commands - hot keys

Many commands are accessible directly with the keyboard. Selection can be either upper or lower case.
Most hot keys are shown in menus. Some hot keys that do not appears are:

* Key Delete (or Del): deletes a module or a track. Available only if the Module tool or the track tool is

active)

* Key V: if the track tool is active switches working layer or place via, if a track is in progress.
* Key + and -: active layer = next or previous layer.

» Key ?: display the list off all hot keys.

* Key space: reset relative coordinates.

3.7 - Operation on blocks

Operations to move, invert (mirror), copy, rotate and delete a block are all available from the pop-up
menu. In addition the view can zoom to that described by the block.

The framework of the block is traced by moving the mouse whilst holding down the left mouse button.
The operation is carried out on releasing the button.

By holding down one of the keys “Shift” or “Ctrl” or both “Shflt and Ctrl” together or “Alt”, whilst the block
is drawn the operation invert, rotate,delete or copy is automatically selected as shown in the table below:

Left mouse button held down move block

Shift + Left mouse button held down invert (mirror) block
Ctrl + Left mouse button held down rotate block 90°
Shft+Ctrl + Left mouse button held down delete the block

Alt + Left mouse button held down copy the block

When a block command is made, a daialog window is displayed, and items involved in this command
can be chosen.

Any of the commands above can be canceled via the same pop-up menu or pressing the Escape key
(Esc).
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3.8 - Units used in dialogs

Units used to display dimensions values are inch and mm. The desired unit can be selected by pressing

In
—

mim

the icon located in left toolbar. However one can enter the unit used to define a value, when
entering a new value.

Accepted units are:

1in 1 inch

1™ 1inch

25th 25 thou

25mi 25 mils, same as thou
6mm 6 mm

The rules are:
* Spaces between the number and the unit are accepted.
* Only the first two letters are significant.
In countries using an alternative decimal separator than the period, the period (.) can be used as well.
Therefore 1,5 and 1.5 are the same in French.
3.9 - Top menu bar

The top menu bar provides access to the files (loading and saving), configuration options, printing,
plotting and the help files.

|Files Preferences Dimensions Miscelanous  Postprocess 3D Display  Help
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3.9.1 - The File menu

Edit ‘iews Place Preferences Tools Design

|j S e

I: ! Open Chrl+L

' Anen Pere 1interf_u.brd

Cipen Recent

2 Fiikicad\share

‘—, &ppend Board 3 Filschemasiin
4 Fi\schemasha

} S F:\schemas|a

= £ F:ischemasia

? Save Os... 7 Fi\schemasha

: 8 F:hkicad_bugs
9 F:hschemasis

._ Revert

T

. Rescue

&

}{": Fabrication Oukpuks »

'—, Irnpart 3

'\'> Expart 3

=

ﬁ Page settings

(| Pririt

(| Prink SV

) Fict

r:l:] Archive Footprinks »

ﬂ it Pads

0=ank 32

The File menu allows the loading and saving of printed circuits files, as well as printing and plotting the
circuit board. It enables the export (with the format GenCAD 1.4) of the circuit for use with automatic

testers.
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3.9.2 - The Preferences menu

W Tools Design Rules Help
H_E;E_Ijuhrary @')\ G)\ G [q

s * I % Hide Layers Manager | m Grid 5,0
£

]
6 General

Display

™ . . " 29 a i
| Dimensions L4 7' g hps

iy List Current Keys

" Edit Hatkeys

{%Save Preferences {%Expurt Hokkews

%f& Read Preferences [ ; ,] Import Hokkeys
[

Allows:
¢ Selection of the module libraries.

* Hide/Show the Layers manager( colors selection for displaying layers and other elements. Also
enables the display of elements to be turned on and off.)

* Management of general options (units, etc.).
* The management of other display options.

* Creation, edition (and reread) of the hot keys file.

3.9.3 - Other preferences and dimensions
An important sub menu.

Tools  Design Rules  Help

Q& QR
12

File Edit Wiew Place

J Ij *r IZ | & r]ﬂ Library
" % Hide Lavers Manager
¥

0 igeneral

Display

I| Track 17,0 mils *

rid 5,0 .

CEE Y
CEE Y
CEE Y
LTS

EEERIES

HDtkE':.-'S

E Macros »
{%Save Preferences

f& Read Preferences
L

Allows adjustment of:
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* User grid size.
» Size of texts and the line width for drawings.
* Dimensions and characteristic of pads.

* Setting the global values for solder mask and solder paste layers

3.9.4 - The Design Rules menu

Tools IM%E Help

™ Design Rules P\ G

L
k ﬁ Lavers Setup 5
=iy s

r

Provides access to 2 dialogs:
» Setting the Design rules (tracks and vias sizes, clerances).

» Setting layers (Number, enabled and layers names)

3.9.5 - The Display 3D model menu
Brings up the 3D viewer used to display the circuit board in 3 dimensions.

30 Viewer g @ @

File
U m QAR BN wD H A

3.9.6 - The Help menu
Provides access to the user manuals and to the version information menu (Pcbnew About).

3.10 - Using icons on the top toolbar

This toolbar gives access to the principal functions of Pcbnew.
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B

-I;:- P-.g @\ @\ G [q)\ % 'T‘t *'.Snudure(F’gDn} v % ﬂ @

Track 17,0 mils * * || 'ia 55,0 mils * L H arid 5,0 % || Zoom 35 v

Creation of a new printed circuit.

Opening of an old printed circuit.

¢

Save printed circuit.

il

Selection of the page size and modification of the file properties.

a8, Opens module editor (Modedit) to display/edit library or pcb modules.
i
Undo Redo last commands (10 levels)
- Display print menu.
L
By Display plot menu.
=y

Zoom in and Zoom out (relative to the centre of screen).

Redraw the screen and Auto Zoom.

Find module or text.

net

Netlist operations (selection, reading, testing and compiling).

&

DRC (Design Rule Check): Automatic check of the tracks.

. Soudure (PgDn) w

Selection of the working layer.

Selection of layer pair (for vias)

5

Footprint mode: when active this enables module options in the pop-up window.

g
=

Routing mode: when active this enables routing options in the pop-up window

®

Direct access to the web router FreeRoute

Auxiliary toolbar:
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|T|adc 17.0 v| Selection a thickness of track already in use.
|"u"|E| 65.0 v‘ Selection of a dimension of via already in use.
Automatic track width: if enabled when creating a new track, when starting on
H‘ an existing track, the width of the new track is set to the width of the existing
track.
|Grid 50.0 v| Selection of the grid size.
(Zoom128 v Selection of the zoom.

3.11 - Right hand-side toolbar

B, #

-
*

X% R @™

This toolbar gives access to the tools for:
* Placement of modules, tracks, zones of copper, texts, etc.
* Net Highlighting.
* Creating notes, graphic elements, etc.

* Deleting elements.

Select the standard mouse mode.

Highlight net selected by clicking on a track or pad.

Display local ratsnest (Pad or Module).

Add a module from a library.
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Placement of tracks and vias.

Placement of zones (copper planes).

Draw Lines on technical layers (i.e. not a copper layer).

Draw Circles on technical layers (i.e. not a copper layer).

J @~ A/

Draw Arcs on technical layers (i.e. not a copper layer).

=

Placement of text.

Draw Dimensions on technical layers (i.e. not the copper layer).

Draw Alignment Marks (appearing on all layers).

X & I

Delete element pointed to by the cursor (see note below)
Note:

when Deleting if several superimposed elements are pointed to priority is given to the
smallest (in the decreasing set of priorities tracks, text, module).

the function “Undelete” of the upper toolbar allows the cancellation of the last item deleted.

Offset adjust for drilling and place files.

Grid origin. (grid offset). Useful mainly for edition and placement of footprints.

Can also be set in Dimensions/Grid menu.
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3.12 - Left hand-side toolbar

&

Ry
[EX TS
R
CEr s

N

E
=

7+

c o
oo

This left hand-side toolbar provides display and control options

) € %% B % H\IX| &

%)
Ly

X,
e

w2
A

Turns DRC (Design Rule Checking) on/off. Caution: when DRC is off incorrect connections
can be made.

&

Turn grid display on/off (Note: a small grid may not be displayable).

Ty
Ty
[EE Y
CEE Ty

Polar display of the relative co-ordinates on the status bar on/off.

Display/entry of coordinates or dimensions in inches or millimeters.

I

=
=

Change cursor display.

at |1

° g Display general rats nest (incomplete connections between modules).
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Display module rats nest dynamically as it is moved.

=

Enable/Disable automatic deletion of a track when it is redrawn.

Display mode for copper zones.

IE = Shows all (outlines + filled areas)

ﬂ = Shows outlines only (no filled areas)

¥l %\ ¥

@ = Shows all outlines ( zone outlines + filled areas outlines ) Filling itself is not shown

Display of pads in sketch mode on/off.

Display mode for vias (Filled/Sketch)

Display of tracks in sketch mode on/off.

2 %@

o

High contrast display mode on/off. In this mode the active layer is displayed normally, all the
other layers are displayed in gray. Useful for working on multi-layer circuits.

.-';fp\:

{

Hide/Show the Layers manager

x\,
(L

Access to microwaves tools. Under development

3

.

3.13 - Pop-up windows and fast editing

Aright click of the mouse open a pop-up window. Its contents depends on the element pointed at by the
cursor.

This gives immediate access to:
* Changing the display (centre display on cursor, zoom in or out or selecting the zoom).
* Setting the grid size.

* Additionally a right click on an element enables editing of the most usually modified element
parameters.

The screenshot below shows what the pop-up window looks like.

3.13.1 - Available modes
There are 3 modes when using pop up menus.

Eg@ el normal mode

and " disabled

Eg@ footprint mode
enabled

alnfin tracks mode

** enabled

In the pop-up menus, these modes add or remove some specific commands.
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3.13.2 - Normal mode

% Get and Move Fookprint T
§ Select Waorking Lawver

@l Cenker

@‘l Zoam in

@l Zoom aut

Zoom auto

Q Zoom select r
@ Redraw view

Pop up with no selected item.

B i
ﬂg Drag Seqments, Keep Slope
?«'{5 Drag Seqment

+4 Break Track

#— Change Segment Width

*1_ Change Track Width

Auto Width

v Track 0,0170 " (use NetClass)
Track 0,0200 "
Track 0,0250 "

Select Track \Width

1. Global Tracks and Yias Edition

ﬁ Delete L

4 setFlags ¥ Wia 0,0450 " (use MetClass)

E}; Get and Move Fookprink T ¥ia 0,0450 "

*1_ Select Track width L lﬁa 0,0550 ’ (drl 0,0320 :l

B colect Working Laver ufa 0,0550""; (dl 0,0400)
Yia 0,0650"; {drl 0,0520 ™)

@l Zenter

@l Zoom in

@l Zoor out

Zoarm auko

Q Zoom select »

@ Redraw view

Pop Up on a track.

iﬁE Drag

% Rotate +

%ﬁ Fotate -

E}a et and Mowve Footprink
a Select Working Laver

@l Cenker
@“‘l Zoarm in

@l Zoarn ouk
Zoarm auko

G’l Zoom seleck
Redraw view
9N Grid Select

i1 Flip
& Edit

% Delete Module

Pop up on a footprint.
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3.13.3 - Footprint mode

Same cases in Footprint mode ( i

{3,}; et and Move Fookprint
7'.;_‘ Glob Move and Place

a Select Working Laver

@l Cenker
@l Zoorm in

@l Zoarn ouk
Zoarm auko

G’l Zoom seleck
B Redraw view
Je3 Grid Select

) Lock all Modules

¢=I%= Maove all Modules
Maove Mew Modules

autoplace All Modules
Autoplace Mew Modules
Autoplace Mext Module

% Crient All Modules

Pop up with no selected item.

% Get and Move Fookprint
¢=I%= Glab Move and Place ¥

§ Select Working Lawver

@l Cenker

@l Zoarm in

a Zoarn ouk
Zoarm auko

Q Zoom select
B Redraw view

Pop up on a track.

Foakprink LI

&) Lock Module
Auto Place Module

EE; Get and Mowve Fookprint
-={{== Glob Move and Place

a Select Working Laver

@l Center

@l Zoam in

@l Zoaom ouk
Zoom aukto
G‘l Foom select
E Fedrai wview
E i=rid Select

r ﬁg Move
% Drag
% Rokate +
% Roktate -
1 Flip
Y& Edit

% Delete Module

Mz

MAL

Pop up on a footprint.

3.13.4 - Tracks mode

Same cases in Tracks mode ( 7
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% Get and Mowve Footprink
Aukoroute

E Select Working Laver

@l Center
@l Zoarm in

a Zoorn auk
Zoarm auko

@ Zoom select
ﬁ Redraw view

3 B Select Layer Pai
Autaroute All Modules

Reset Unrouked

Pop up with no selected item.

% Drag Seqments, Keep Slope

EE Drag Segmenk

~% Ereak Track

*— Change Segment Width
1 Change Track Width
1 Seleck Track Width

#‘E\'_ Global Tracks and Yias Edition

ﬁ Delete

Set Flags

% Get and Move Fookprink
Aukarouke

1 Seleck Track width
§ Select Working Laver

'@l Center
) @l Zoarm in

@l Zoarn ouk
Zoarm adko

G‘l Zoom select
ﬁ Redraw view
arid Select

i b o3

Locked: Yes
w Locked: Mo

Track Locked: ves
Track Locked: Mo

Met Locked: Yes
Met Locked: Mo

bad | | GHE

HY H2
Pe—4P PL-aT

ik a2
| "BC_a5

Pop up on a track.
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! ﬁ Footprint 1US {Composant)
Autoroute Module

EE; et and Move Fookprint
Autaroute

E Select Working Laver

@l Center

@ Zoam in

a Zoormn auk

Zoom aukto

G‘l Foom select

g Redrai wiew
Grid Select

I

3 B Select Layer Pair

Autoroute all Modules

Reset Linrouked

Pop up on a footprint.
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4 - Schematic Implementation
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4.1 - Linking a schematic to a printed circuit board

Generally speaking, a schematic sheet is linked to its printed circuit board by means of the netlist file,
which is normally generated by the schematic editor used to make the schematic. Pcbnew accepts
netlist files made with Eeschema or Orcad PCB 2.

The netlist file, generated from the schematic is usually missing the footprint modules that correspond to
the various components. Consequently an intermediate stage is necessary. During this intermediate
process the association components/modules is performed. In KiCad, CvPcb is used to create this
association and a file named * .cmp is produced. CvPcb also updates the netlist file using this
information.

Cvppcb can also output a “stuff file” *.stf which can be back annotated into the schematic file as the F2
field for each component, saving the task of re-assigning module footprints in each schematic edit pass.
In Eeschema copying a component will also copy the footprint assignment and set the reference
designator as unassigned for later auto-incremental-annotation.

Pcbnew reads the modified netlist file .net and, if it exists, the .cmp file

In the event of a module being changed directly in Pcbnew the .cmp file is automatically updated
avoiding in this way the requirement to run CvPcb again.

The following figure illustrate the whole work-flow of Kicad and how intermediate files are obtained and
used by the different software tools that made Kicad.
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EESCHEMA Eli\zrz':;ie?lper file

T

Annotate and
enerate netlist

Example.net CVvPCB

4@ Library.mod
Drill File
FEENEG Example drl

Gerber
Spectra *.pho
FreeRoute
Example brd

Example.dsn
Flow Chart

Footprint
Backannotate
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4.2 - Procedure for creating a printed circuit board
After having created your schematic in Eeschema:
* Generate the netlist using Eeschema.

* Assign each component in you netlist file to the corresponding module (often called footptint)
used on the printed circuit using Cvpcb.

* Launch Pcbnew and read the modified Netlist, this will also read the file with the module
selections.

Pcbnew will then load automatically all the necessary modules. Modules can now be placed manually or
automatically on the board and tracks can be routed.

4.3 - Procedure for updating a printed circuit board

If the schematic is modified (after a printed circuit board has been generated), the following steps must
be repeated:

* Generate a new netlist file using Eeschema.

» If the changes to the schematic involve new components, the corresponding modules must be
assigned using Cvpcb.

* Launch Pcbnew and re-read the modified Netlist (this will also re-read the file with the module
selections).

Pcbnew will then load automatically any new module, add the new connections and remove redundant
connections. This process is called forward annotation and is a very common procedure when a PCB is
made and updated.

4.4 - Reading netlist file - loading footprints

4.4.1 - Dialog box
._rjlgat
Accessible from the icon
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Maodule Selection:

(%) Reference
() Timestamp

Exchange Module:

{i} keep
() Change

Metlist File:

Bad Tracks Deletion: [

X
Browse Metlisk Files ]
|

"EJ' keep
I Delete [ Read Current MNetlist
Extra Footprints [ Footprints Test ]
kee
©reep [ Rebuild Board Connectiviky ]
i Delete

[ Close ]

|F:'l,kicad'l,share'l,demas'l,interf_u'l,interf_u.net |

Messages:

4.4.2 - Available options

Module Selection

Components and corresponding footprints on board link:
normal link is Reference (normal option

Timestamp can be used after reannotation of schematic, if the previous
annotation was destroyed (special option)

Exchange Module:

If a footprint has changed in the netlist: keep old footprint or
change to the new one.

Bad Tracks Deletion

Keep all existing tracks, or delete erroneous tracks

Extra Footprints

Remove footprints which are on board but not in the netlist.
Footprint with attribute "Locked" will not be removed.

4.4.3 - Loading new footprints

When new footprints are found in the netlist file, they will be automatically loaded and placed at

coordinate (0,0).
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New footprints can be moved and arranged one by one. A better way is to automatically move

(unstack) them:
» Activate footprint mode

activate the "footprint mode".

g (PoDn) E:g-] I

._ footprint mode activated.
3 g

Move the mouse cursor to a suitable (free of component) area, and click on the right button

4 “T5 Unlock All Modulas
{5 Lock All Modules

&= Select Warking Layver

) Center <k Move All Modules

. Mowe Mew Modules
@, Zoom in

&}, Zoom out Autoplace All Modules
(), Zoom Select Autoplace Mew Modules
Autoplace Mext Module

&, Orient ll Modules

* Move New Modules if there is already a board with existing footprints.
* Move All Modules, the first time (when creating a board).
The following screenshot shows the results.
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5 - Setting up working layers

Table of Contents
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Pcbnew can work on 29 different layers:
* 16 layers of copper (or of routing of tracks)
* 12 auxiliary technical layers.
* 1 board outlines layer
The number of copper layer, and, if needed, their names and attributes should be set.

Unused technical layers can be disabled.
5.1 - Select copper layers

5.1.1 - Introduction

Copper layers are the usual working layers used by the automatic router to place and re-arrange tracks.
Layer 1 is the copper (solder) layer. Layer 16 is the component layer. Other layers are the inner layers,
from L2 to L15.

5.1.2 - Select number of layers

To enable navigation between layers, it is necessary to select the number of working layers. To do this
you can use the menu bar and select Preferences - Layers Setup.

ols Help

“
) Design Rules
/, d

) %Layers Setup 5,0

Then select the number of layers wanted, from 2 to 16.
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Layer Setup

Presek Layer Groupings Coppet Lavers

uskom L | |2 e |

Lavers
Adhes_Front "l Off-board, ranufacturing
SoldP_Front OFf-board, manufacturing
SilkS_Front On-board, non-copper
Mask_Fronk On-board, non-copper
|C-:|m|:u:|sant | |si-;|na| w |
|Inner2 | F] |si-;|nal b |
|Inner3 | F |si-;|na| e |
|Inner4 | F] |si-;|nal b |
|Inner5 | F |si-;|na| ' |
|Inner6 | F] |signal w |
|Inner? | F |si-;|na| ' |
|Inner8 | ] |si-;|nal w |
|Inner9 | F |si-;|na| v |
|Inner1El | F |si-;|nal W |
|Inner1 1 | F | signal v |
|Inner12 | F |signal L |
|Inner13 | F |si-;|nal v |
|Inner14 | F |si-;|na| » |
|Inner15 | F |si-;|nal v |
|Cuiwe | |si-;|na| e |
Mask_Back, On-board, non-copper
Silks_Eack. On-board, non-copper
SoldP_Back OFf-board, manufacturing
Adhes_Back Pl OFf-board, manufacturing
PCE _Edges Board conkour
Ecoz "l Awrxliary
Ecol ] Aurziliarsy
Comments Awrxliary
Drawings Auxiliary "

(8]8 ] [ Zancel ]

5.2 - Copper layers

The name of any copper layer is editable. Copper layers have attributes useful when using the external
router FreeRouter.
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Composant signal w

Innerz —

mixed

Inner3 iumper

OO 0O E

Innerd signal w

5.3 - Auxiliary technical layers

Some are associated in pairs, others not. When they appear as a pair this affects the behaviour of
modules. The elements making up a module (pads, drawing and text) appearing on a layer (solder or
component), appear on the other complementary layer when the module is inverted (mirrored).

The technical layers are:

5.3.1 - Paired layers

* The Adhesives layers (Copper and Component):
These are used in the application of adhesive to stick SMD components to the circuit board,
generally before wave soldering.

* The Solder Paste layers paste SMD (Copper and Component):
Used to produce a masks to allow solder paste to be placed on the pads of surface mount
components, generally before reflow soldering. In theory only surface mount pads occupy these
layers.

* The Silk Screen layers (Copper and Component):
They are the layers where the drawings of the components appear.

* The Solder Mask layers (Copper and Component):
These define the solder masks. Normally all the pads appear on one or the other of these layers
(or both for through pads) to prevent the varnish covering the pads.

5.3.2 - Layers for general use

*  Comments

* E.CO.1

« E.CO.2

* Drawings
These layers are for any use. They can be used for text such as instructions for assembly or wiring, or
construction drawings, to be used to create a file for assembly or machining.

5.3.3 - Special layer
Layer Edges PCB:

this layer is reserved for the drawing of circuit board outline. Any element (graphic, texts...) placed on
this layer appears on all the other layers.

Use this layer only to draw board outlines.

5.4 - Selection of the active Layer
The selection of the active working layer can be done in several ways:
* Using the right toolbar (Layer manager).
* Using the upper toolbar.
* With the Pop-Up window (activated with the right mouse button).
* Using the + and — keys (works on copper layers only).
* By hot keys.
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5.4.1 - Selection using the layer manager

e Yisibles
Layer | Render
(M) Compasant
() Soudure
() Adhes_Front[v]
\ (M) Adhes_Back
() SoldP_Front
(Im)ilks _Front
l

@]SDIdP_Eack
The layer manager also allows you to change color layers and

(I)Siks_Back their visibility

[i]Mask_Fant

[i]l"-’lask_ﬁack

([O)or awings
[E]Cnmments
[E]Ecl:ul
[E]EEDE

([OJJFCE_Edges

K EEEEEEEEE

I RVAORN ~ IP<E HIEAR - 3

5.4.2 - Selection using the upper toolbar

Eiisie

'@ ICuivre (Page Ug) Llﬂl
Cuisere (Page T4

Iﬂ.ﬂEf_L]. (Fjj +/- to switd

Inner T2 (F&)

Composant (Fage Do)

&dhes Cop

&dhes Cmp

soldP Cop

SoldP Cmp

2k Cop

SilkEE Cmg

Mask Cop

This directly selects the working layer.
Hot keys to select the working layer are displayed.
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5.4.3 - Selection using the pop-up window

P- Set Flags r

%Get and Maove Fookprink T

a Select Working Laver

a Select Laver Pair For Vias

Cenker F4
[o]

The Pop-up window opens a menu window which provides a choice for the working layer

Select Layer:

Layer oK
(¥) Copper (O SilkS Cop () EdgesPcb
() InnerL1 () SilkS Cmp
() Inner L2 () Mask Copp
(O Component () Mask Cmp
(0 Adhes Cop () Drawings
() Adhes Cmp () Comments
) SoldP Cop () Ecol
) BoldP Cmp () Eco2

Cancel

5.5 - Selection of the Layers for Vias:

If the Add Tracks and Vias icon is selected on the right hand toolbar, the Pop-Up window provides the
option to change the layer pair used for vias:
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% End Tool

.‘ﬂ‘h
ﬁ"i Drag Seqments, Keep Slope D

”‘{:" Drag Segment a
"

}Iﬂ Break Track,

%— Zhange Segment Width E

% -LChange Track Width

% -LSelect Track width L
—'! Delete L

*{Glubal Tracks and Vias Edition

r- Set Flags L

E;&Get and Mowve Fookprint T

E Select ‘Waorking Laver

E Select Layer Pair For Wias

Center F4

This selection opens a menu window - which provides choice of the layers used for vias.

Select Layer Pair: X |

~TopLayer— [ Bottom Layer
" Copper & Copper

" Inner L1 " Inner L1

O Inner 12 " Inner 13

* Component | | Component

] Cancel

When a via is placed the working (active) layer is automatically switched to the alternate layer of the
layer pair used for the vias.

One can also switch to an other active layer by hot keys, and if a track is in progress, a via will be
inserted.

5.6 - Using the high-contrast mode
{%i-:.'
This mode is entered when the tool | (left toolbar ) is activated.

When using this mode, the active layer is displayed like in the normal mode,but all others layers are
displayed in gray color.

There is two useful cases:

Page 38



5.6.1 - Copper layers in high contrast mode
When a board uses more than four layers, this option allows the design to seen more easily the active
copper layer:

* Normal mode normal (back side copper layer active)

7
',

f
wam -.-.-.-.-.I'-.-.-.-.

5.6.2 - Technical layers

The other case is when it is necessary to examine solder paste layers and solder mask layers, that are
usually not displayed.

Masks on pads are displayed if this mode is active:

* Normal mode (front side solder mask layer active):
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Fid

* High Contrast mode (front side solder mask layer active):

+003APG1 20

U9

This layer is now displayed, and pads sizes on this layer can be checked.
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6 - Create and modify a board
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6.1 - Creating a board

6.1.1 - Drawing the board outline

It is usually a good idea to define the outline of the board first. The outline is drawn as a sequence of
line segments. Select 'Edges pcb' as the active layer and use the 'Add graphic line or polygon' tool to
trace the edge, clicking at the position of each vertex and double-clicking to finish the outline. Boards
usually have very precise dimensions, so it may be necessary to use the displayed cursor coordinates
while tracing the outline. Remember that the relative coordinates can be zeroed at any time using the
space bar, and that the display units can also be toggled using 'Alt-U'. Relative coordinates enable very
precise dimensions to be drawn. It is possible to draw a circular (or arc) outline:

1. Select the 'Add graphic circle' or 'Add graphic arc' tool
2. Click to fix the circle centre

3. Adjust the radius by moving the mouse

4. Finish by clicking again.

Note that the width of the outline can be adjusted, in the Parameters menu (recommended width = 150
in 1/10 mils) or via the Options, but this will not be visible unless the graphics are displayed in other than
outline mode.

The resulting outline might look something like this:
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6.1.2 - Reading the netlist generated from the schematic

et
Activate the = ™" icon to display the netlist dialog window:
Module Selection: Bad Tracks Deletion: [ B owise Metlish Files ]
(%) Reference (%) Keep
() Timestamp ) Delete [ Read Current Metlist l
Exchange Madule: Extra Footprints [ Footprints Test ]
() Kee (%) Kee
- P - P [ Rebuild Board Conneckivity ]
) Change ) Delete
[ Close ]
Metlist File:

F:\kicad\share\demostinterf _uyinterf_u.net

Messages:

If the name (path) of the netlist in the window title is incorrect, use the 'Select' button to browse to the
desired netlist. Then 'Read' the netlist. Any modules not already loaded will appear, superimposed one
upon another (we shall see below how to move them automatically).
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If none of the modules have been placed, all of the modules will appear on the board in the same place,
making them difficult to recognize. It is possible to arrange them automatically (using the command
'Global Place/Move module' accessed via the right mouse button). Here is the result of such automatic
arrangement:

L=l
ALEE1SEFLERE

o s
LY T
A

= IR |0 =

3_‘1;":'5!‘!'!: : : ElD |

=s=—"CILLCiO

e

Important note:

If a board is modified by replacing an existing module with a new one (for example changing a 1/8W
resistance to 1/2W) in CVPCB, it will be necessary to delete the existing component before PCBNEW
will load the replacement module. However, if a module is to be replaced by

an existing module, this is easier to do using the module dialog accessed by clicking the right mouse
button over the module in question.
6.2 - Correcting a board

It is very often necessary to correct a board following the corresponding change in the schematic.

6.2.1 - Steps to follow
1. Create a new netlist from the modified schematic.

2. If new components have been added, link these to their corresponding modules in cvpcb.

3. Read the new netlist in Pcbnew.
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6.2.2 - Deleting incorrect tracks

Pcbnew is able to delete automatically tracks that have become incorrect as a result of modifications. To
do this, check the 'Delete’ option in the 'Bad tracks deletion' box of the netlist dialog:

Bad Tracks Deletion;

@ Keep
() Delete

However, it is often quicker to modify such tracks by hand (the DRC function allows their identification).

6.2.3 - Deleted components
Pcbnew can delete modules corresponding to components that have been removed from the schematic.

This is optional.

This is necessary because there are often modules (holes for fixation screws, for instance) that are
added to the PCB that never appear in the schematic.

Extra Fookprints

{(*) Keep
() Delete

If option Remove Extra Footprints is checked, a footprint corresponding to a component not found in
netlist will be deleted, unless they have the option "Locked" active.

This is a good idea to activate this option for "mechanical" footprints.

P
Properties | 3D settings |
- Fields: Change module’s)
IUj LI Edit Wadule hlowve and Auto Flace
&dd Field s % Free
Edit Field " Locked
—ie % HMormal
Dielete Field " Normaltinsert
O Wirtnal . .
Layet—————— Option to lock/unlock a footprint.
¥ Component ~Ilove and Auta Place
" Copper % Free
" Locked
~Crent
T oar 4 T -+ 0N

6.2.4 - Modified modules

If a module is modified in the netlist (using Cvpcb), but the module has already been placed, it will not be
modified by Pcbnew, unless the corresponding option of the 'Exchange module' box of the netlist dialog
is checked:
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Exchange Module:

(%) Keep
) Change

Changing a module (replacing a resistance with one of a different size, for instance) can be effected
directly by editing the module.

6.2.5 - Advanced options - selection using time stamps

Sometimes the notation of the schematic is changed, without any material changes in the circuit (this
would concern the references - like R5, U4...).The PCB is therefore unchanged (except possibly for the
silkscreen markings). Nevertheless, internally, components and modules are represented by their
reference. In this situation, the 'Timestamp' option of the netlist dialog may be selected before rereading
the netlist:

Maodule Selection:

(%) Reference
{:} Timestamp

With this option, Pcbnew no longer identifies modules by their reference, but by their time stamp
instead. The time stamp is automatically generated by Eeschema (it is the time and date when the
component was placed in the schematic).

Great care should be exercised when using this option (save the file first!)

This is because the technique is complicated in the case of components containing multiple parts (e.g. a
7400 has 4 parts and one case). In this situation, the time stamp is not uniquely defined (for the 7400
there would be up to four — one for each part). Nevertheless, the time stamp option usually resolves re
annotation problems.

6.3 - Direct exchange for footprints already placed on board

Changing a footprint ( or some identical footprints) to an other footprint is very usefull.
This is very easy:

Cick on a footprint to open the Edit dialog box.

Activate Change Modules.

L T I T ] I I L N I R
F Propriétés du Module il
Propriétés | 30 Caract |
- Champs: Chatnge module(s)
|us ~| .
Edit Module access to Change Modules
Ajouter Champ Attributs
Editer Champ & Nosmal
* Morm
gk s " MotmalHnaet
" Wirtnel
B Couche T
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G s ] L BELLULED |

1

Exchange Modules

X

Current Ilodule

Chatige module

| 32dip600

Chatige same modules
Cirrent Value Zh. zatme moduletralie
| 622128

Change all
Hew hlodule Browse Libs modules
| T2diphi
Close

One must choose a new footprint name and use:

* Change Module for the cur

rent footprint

El

Options for footprints exchange:

* Change same modules for all footprints like the current footprint.

* Change same module+value for all footprints like the current footprint, restricted to components

which have the same value.
Note:

* Change all reload all footprints on board.
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7 - Modules placement
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7.1 - Assisted placement

Whilst moving modules the module ratsnest (the net connections) can be displayed to assist the
placement. To enable this the icon “E of the left toolbar must be activated.

7.2 - Manual placement

Select the module with the right mouse button then chose the Move command from the menu. Move the
module to the required position and place it with the left mouse button. If required the selected module
can also be rotated, inverted or edited. Select Cancel from the menu (or press the Esc key) to abort.
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Here you can see the display of the module ratsnest during a move.
The circuit once all the modules are placed may be as shown:
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7.3 - General re-orientation of modules

Initially all modules inherit the same orientation that they had in the library (normally 0).
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If an alternative orientation is required for an individual module, or all modules (for example all vertical)
use the menu option AutoPlace/Orient All Modules. This orientation can be selective (for example to
relate only to the modules whose reference starts with “IC”.

Footprints Orientation

Orienkation:
25.5

|
Filker:
IC*

[ ]include Locked Footprinks

7.4 - Automatic Module Distribution

Generally speaking, modules can only be moved if they have not been “Fixed”. This attribute can be
turned on and off from the pop-up window (click right mouse button over module) whilst in Module Mode,
or through the Edit Module Menu.

As stated in the last chapter, new modules loaded during the reading of the netlist appear piled up at a
single location on the board. PCBNEW allows an automatic distribution of the modules to make manual
selection and placement easier.

The PopUp window activated by the right mouse button becomes:

Select the option “Module Mode” (Icon on the upper toolbar).

If there is a module under the cursor:

I Footpring US {Composant)

B Lock Madule (L)

Auto place Module

@}7 Get and Mowve Foobprint (T)
- Glob Move and Place 4“5 Unlock All Modules

- & Select Waorking Layver E Lock All Madules

[
@) Center Ak Move All Modules

) Maove Mew Modules
@i Zoorm in

Autoplace All Modules
Autoplace Mew Madules

Autoplace Mext Module

% Crient All Madules

If there is nothing under the cursor:
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ﬁg et and Move Footprink (T}
=|F Gloh Move and Fiace r % Unlack All Madules

a Select ‘Working Laver E Lock All Madules

@l Conter ¢{%= Maove All Modules
) Maove Mew Modules
@l Zoarm in

El Zoom auk Aukaplace All Madules

Q Foom Select Autoplace Mew Modules
Aukoplace Mext Module

% Crient All Modules

In both cases the following commands are available:

* Move all Modules allows the automatic distribution of all the modules not Fixed. This is
generally used after the first reading of a netlist.

* Move new Modules allows the automatic distribution of the modules which have not been
placed already within the PCB outline. This commands requires that an outline of the board has
been drawn to determine which modules can be automatically distributed.

7.5 - Automatic placement of modules

7.5.1 - Characteristics of the automatic placer

The automatic module of placement allows the placement of the modules onto the 2 faces of the circuit
board (however switching a module onto the copper layer is not automatic).

It also seeks the best orientation (0, 90, - 90, 180 degrees) of the module.

The placement is made according to an optimization algorithm, which seeks to minimize the length of
the ratsnest, and which seeks to create space between the larger modules with with many pads. The
order of placement is optimized to initially place these larger modules with many pads.

7.5.2 - Preparation

PCBNEW can thus place the modules automatically, however it is necessary to guide this placement,
because no software can guess what the user wants to achieve.

Before an automatic placement is carried out one must:

* Create the outline of the board (It can be complex, but it must be closed if the form is not
rectangular).

* Manually place the components whose positions are imposed (Connectors, clamp holes...).

* Similarly certain SMD modules and critical components (large modules for example) must be on
a specific side or position on the board and this must be done manually.

* Having completed any manual placement these modules must be “Fixed” to prevent them being

moved. With the Module Mode icon Eggg selected right click on the module and pick “Fix
Module” on the Pop-up menu. This can also be done through the Edit/Module Pop-up menu.

* Automatic placement can then be carried out. With the Module Mode icon selected, right click
and select Glob(al) Move and Place — then Autoplace All Modules.
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During automatic placement, if required, PCBNEW can optimize the orientation o @;E:J f the modules.
However rotation will only be attempted if this has been authorized for the module (see Edit Module
Options).

Usually resistances and non-polarized capacitors are authorized for 180 degrees rotation. Some
modules (small transistors for example) can be authorized for +/- 90 and 180 degrees rotation.

For each module one slider authorizes 90 degree Rot(ation) and a second slider authorizes 180 degree
Rot(ation). A setting of 0 prevents rotation, a setting of 10 authorizes it, and an intermediate value
indicates a preference for/against rotation.

The rotation authorization can be done by editing the module once it is placed on the board. However it
is preferable to set the required options to the module in the library as these settings will then be
inherited each time the module is used.

7.5.3 - Interactive auto-placement

It may be necessary during automatic placement to stop (press Esc key) and manually re-position a
module. Using the command Autoplace Next Module will restart the autoplacement from the point at
which it was stopped.

The command Autoplace new modules allows the automatic placement of the modules which have not
been placed already within the PCB outline. It will not move those within the PCB outline even if they are
not 'fixed'.

The command Autoplace Module makes it possible to re-place the module pointed to by the mouse,
even if its 'fixed' attribute is active.

7.5.4 - Additional note

PCBNEW automatically determines the possible zone of placement of the modules by respecting the
shape of the board outline, which is not necessarily rectangular (It can be round, or have cutouts...).

If the board is not rectangular, the outline must be closed, so that PCBNEW can determine what is
inside and what is outside the outline. In the same way, if there are internal cutouts, their outline will
have to be closed.

PCBNEW calculates the possible zone of placement of the modules using the outline of the board, then
passes each module in turn over this area in order to determine the optimum position at which to place
it.
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8 - Setting routing parameters
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8.1 - Current settings

8.1.1 - Accessing the main dialog
The most important parameters are accessed from the following drop-down menu.

Tools IMME Help

;;% Design Rules )\ G

k @ Layers Setup 5,0

and are set in the Design Rules dialog.

8.1.2 - Current settings
Current settings are displayed by the top toolbar.

e L — = TR TR e W T i kIia TR | — aann

‘Track 17,0 mils * ¥ H'u'ia 48,0 mils * ¥ H Clearance 11,0 mils H MetClass: Default ‘ @ |Gri|:| 25,0

VHZoom 50
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8.2 - General options

The General options menu is available via the top toolbar link Preferences — General dialog.

Design Rules 3D Dis)

3 ¢ Library [

.| ! Hide Layers Manager

= ‘& General

ﬁ Display

i Dimensions r
By Language »
— Hotkews k

fﬁ Save Preferences
ﬁ Read Preferences

The dialog menu looks like the following.

General settings E'

Display Polar Coord Ma Links: Options: Magnetic Pads

) Mo Display | 3 | 3 Drc OM ) Mever

(%) Display Aulis S (e Show Ratsnest (%) When creating tracks
Units | 10 | E Shows Mod Ratsnest O Always

() Inches Raotation Angle Tracks Auto Del Magnetic Tracks

) Millmeters | an w | Track only 45 degrees ) Mever

[ ]5egments 45 only (%) when creating tracks

curser [ Auta PN O Blways

(%) Small cross

Ciouble Segm Track.
) Full sereen cursor o e

Cancel

For the creation of tracks the necessary parameters are:

Tracks 45 Only: Directions allowed for track segments are 0, 45 or 90 degrees.
Double Segm Track: When creating tracks, 2 segments will be displayed.

Tracks Auto Del: When recreating tracks, the old one will be automatically delete if considered
redundant.

Magnetic Pads: The graphic cursor becomes a pad, centered in the pad area.

Magnetic Tracks: The graphic cursor becomes the track axis.

8.3 - Netclasses

Pcbnew allows you to define different routing parameters foe each net. Parameters are defined by a
group of nets.

A group of nets is called a Netclass.
There is always a netclass called default.

Users can add others Netclasses.

A netclass specifies:
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* The width of tracks, via diameters and drills.
* The clearance between pads and tracks (or vias).

When routing, Pcbnew selects automatically the netclass corresponding to the net of the track to create
or edit, and therefore the routing parameters.

8.3.1 - Setting routing parameters
The choice is made in the menu: Design Rules — Design Rules.

8.3.2 - Netclass editor
The Netclass editor allows you to:
* add or delete Netclasses.

* set routing parameters values : clearance, track width, via sizes.

* group nets in netclasses.
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Design Rules Editor

et Classes Editor | Global Design Rules
Met Classes:
Clearance Track Width ¥ia Dia ¥ia Drill u¥ia Dia| u¥ia Drill
Default 0,0110 0,0170 0,0450 0,0250 0,0200 0,0080
auwrule 0,0150 0,0200 0,0450 |0,0250 0,0200 0,0080
power 0,0150  |0,0200 0,0450 10,0250 10,0200  0,0080
[ Add ] I Remove l [ Mowve Up
Membership:
N | power v
A
Default GHD  power
JEMH-OUT - Default WCC  power
FACK Default B
JBUTOFD-  Default
[BITO Default o
JEIT1 Default
[BITZ Defaulk
{BIT3 Default EEE
[BIT4 Default
JBITS Default << Select Al
[BITE Defaulk
[EIT? Default Select All ==
[BLIST+ Default
JCLELCA  Default
ICs1- Defaulk
(o0 Default
101 Default
joz Default
103 Defaulk
[1B5]) Mefanlk b
Messages:
. A
Current general settings: =
Minirnurm value for tracks width: 0,0080 ™
Minirnurm value for vias diameter 0,0350 E
Minirurm value for microvias diameter, 0,0200 ™
v
(]4 ] [ Cancel

8.3.3 - Global Design Rules
The global design rules are:

*  Viatype.
* Enabling/disabling micro-via use.
*  Minimum clearance (minimum distance between tracks, vias and pads).

*  Minimum tracks and vias sizes.
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A DRC error is rose when a value smaller than the minimum value specified is encountered. The second
dialog panel is:

Design Rules Editor

Met Classes Editor | Global Design Rules

Wia Opkions: Minimurm Allowed Walues:
Default Via Type Min track width ("3 |0.0080
(%) Through via
e o (e v Min via diameter (") |0,0350
Min wia drill dia ") 00200
Micrao vias:
(%) Do nat allow micro vias Min uvia diameter ("1 |0,0200
o micka wias in uvia drill dia (")
D all i i Mi ia drill dia (") 0,0050
Specific via diameters and track widths, which
can be used to replace default Metclass values
on demand, for arbitrary wia or track segments.,
Custom Yia Sizes: Custom Track Widths;

Drill walue: a blank or 0 == default Metclass value

Diameter Drill Width
Yial 0,000 0.0300 Track 1 0.0150
¥ia 2 Track 2 0.0300
¥ia 3 Track 3
¥ia 4 Track 4
¥ia 5 Track 5
¥iab Track &6
¥ia T Track 7

Messages:

LS
Current general settings:

Minirnurm walue for tracks width: 0.0080 ™

Minirnurm walue for vias diameter; 00350 ™

Minirnurm walue for microvias diameter; 0.0200

This dialog also allows to enter a “stock” of tracks and vias sizes.

When routing, one can select one of these values to create a track of via, instead of using the default
netclasses values ones.

Useful in critical cases when a small track segment must have a specific size.
8.3.4 - Via parameters
Pcbnew handles 3 types of vias:
* The through via (usual vias).
* Blind or buried vias.
* Micro Vias, like buried vias but restricted to an external layer to its nearest neighbor.

They are intended to connect BGA pins to the nearest inner layer. Their diameter is usually very small
and they are drilled by laser.

By default, all vias have the same drill value.
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This dialog specify the smallest acceptable values for vias parameters. On a board, a via smaller than
specified here generates a DRC error.

8.3.5 - Track parameters

Specify the minimum acceptable track width. On a board, a track width smaller than specified here
generates a DRC error.

8.3.6 - Specific sizes

One can enter a set of extra tracks and/or vias sizes. While routing a track, these values can be used on

Cuskorn Yia Sizes:

Drill walue: a blank or 0 == default Mektclass value

Diameter

¥ial 0,0450
¥ia 2 0,0550
¥ia 3 10,0550
¥Yia 4 0,0e50
¥Yia 5
¥Yia b
¥ia 7

Specific wia diameters and track widths, which
can be used to replace defaulk Netclass values
on demand, for arbitrary via or track segments,

Drill

0,0320
0,0400
0,0320

demand instead of the values from the current netclass values.

8.4 - Examples and typical dimensions

8.4.1 - Track width
Use the largest possible value and conform to the minimum sizes given here.

Cuskarn Track Widkhs:

Width

Track 1 0,0200

Track 2 10,0250

Track 3

Track 4

Track 5

Track &

Track 7

Units CLASS 1 CLASS 2 CLASS 3 CLASS 4 CLASS 5
mm 0,8 0,5 0,4 0,25 0,15

mils 31 20 16 10 6

8.4.2 - Insulation (clearance)

Unité CLASS 1 CLASS 2 CLASSE3 CLASS 4 CLASS 5
mm 0,70 0,5 0,35 0,23 0.15

mils 27 20 14 9 6

Usually, the minimum clearance is very similar to the minimum track width.

8.4.3 - Examples

'Rustic’

* Clearance: 0.35mm (0.0138 inches).
* Track width: 0.8mm (0.0315 inches).
* Pad diameter for ICs and vias: 1.91mm (0.0750 inches ).

* Pad diameter for discrete components: 2.54mm (0.1 inches).

e Ground track width: 2.54mm (0.1 inches).
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-,

‘Diam

Isolation i
0.35mm[->138]:

$mm (->315)

,91mm [->750)

Largeur
2 2,54mm [->1000)

‘Standard’
* Clearance: 0.35mm (0.0138 inches).

* Track width: 0.5mm (0.0127 inches).

* Pad diameter for ICs: make them elongated in order to allow tracks to pass between IC pads and yet

have the pads offer a sufficient adhesive surface (1.27 x 2.54 mm -->0.05x 0.1 inches).

* Vias :1.27mm (0.0500 inches).

Dim : 1,27X2,54 [->500:<1000]

Lafgeur
0.5mm [->197]

8.5 - Manual routing

Manual routing is often recommended, because it is the only method offering control over routing

priorities. For example, is is preferable to start by routing power tracks, making them wide and short and
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keeping analog and digital supplies well separated. Later, sensitive signal tracks should be routed.
Amongst other problems, automatic routing often requires many vias. However, automatic routing can
offer useful insight into the positioning of modules. With experience, you will probably find that the
automatic router is useful for quickly routing the 'obvious' tracks, but the remaining tracks will best be
routed by hand.

8.5.1 - Help when creating tracks

¥ .a
o a

Pcbnew can display the full ratsnest, if the button is activated.

The button -ﬁ allows to highlight a net (click to a pad or an existing track to highlight the
corresponding net).

The DRC checks in real time tracks when creating them. One cannot create a track which does not
match the DRC rules. It is possible to disable the DRC by clicking on the button . This is however not
recommended, use it only in specific cases.

8.5.2 - Creating tracks

A track can be created by clicking on the button s . A new track must starts on a pad or on an other
track, because Pcbnew must knows the net used for the new track (in order to match the DRC rules).

When creating a new track, Pcbnew shows links to nearest not connected pads, link number set in
option "Max. Links" in General Options.

End the track by a double click, by the pop-up menu or by its hot key.
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4 End Track

Plare Via W
Switch Track Posture !

% 1 Select Track width b

—'l Delete »

F- Set Flags k

8.5.3 - Moving and dragging tracks

When the button S is active, the track where the cursor is positioned can be moved with the hotkey
'm'. If you want to drag the track you can use the hotkey 'g'.

8.5.4 - Via Insertion

A via can be inserted only when a track is in progress:
* By the pop-up menu.
* By the hotkey 'v'.

* By switching to a new copper layer using the appropriate hotkey.

8.6 - Select/edit the track width and via size

When clicking on a track or a pad, Pcbnew automatically selects the corresponding Netclass, and the
track size and vias dimensions from this netclass.

As previously seen, the Global Design Rules editor has a tool to insert extra tracks and vias sizes.
* The horizontal toolbar can be used to select a size.
*  When the button ~ is active, the current track width can be selected from the pop-up menu
(accessible as well when creating a track).
The user can utilize the default Netclasses values or a specified value.

8.6.1 - Using the horizontal toolbar

Track 17,0 mils * w | [ ia 45,0 mils * w ||| Clearance 11,0 mils MetClass: Default @.
L] 2 L) O | GG _ _
Track 17,0 mils * = Track width selection.
& - The symbol * is a mark for default Netclass value selection.
— — Selecting a specific track width value.
Track 17,0 mils * A . o
— . The first value in list is always the netclass value.
Track 17,0 mils ]
‘ Others values are tracks widths entered from the Global Design Rules
editor.
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Wia 45,0 mils * A

Via size selection.

The symbol * is a mark for default Netclass value selection.

= =l | —@& —a

Wia 45,0 mils * W

Yia 45,0 mils *
Wia 45,0 mils

Selecting a specific via dimension value.
The first value in list is always the netclass value.

Others values are vias dimensions entered from the Global Design
Rules editor.

Clearance 11,0 mils

Display the current clearance value.
This is the clearance value set in the current selected Netclass.

MetClass: Defaulk

Current selected Netclass.

When clicking on a track or a pad, Pcbnew automatically selects the
corresponding Netclass, and displays its name.

S
%

When enabled: Automatic track width selection.

When starting a track on an existing track, the new track has the same
width as the existing track.

8.6.2 - Using the pop-up menu
One can select a new size for routing, or to change a previously created via or track segment.

ﬁ[ﬁrag Segments, Keep Slope D

Drag Segment 3
P orag seg

)IQ Break, Track,

* ch !

F ™ Change Segment Width

* Change Track Width

1, Chang

Select Track Width

- Delete Y Tracko.0zon”

%{Glubal Tracks and Yias Edition

A AT2

SR CEE

Ao Width
v Track 0.0170" (use NetClass)
Track 0.0150 "

v Wia 0,0550 " {use NetClass)
Wia 0.0600"; (drl 0.0300"

P- Set Flags b L L 1Z

ﬁ t, Get and Mave Footprint T AUTOFD—

If you want to change many vias (or tracks) size, the best way is to use a specific Netclass to for the
net(s) that must be edited (see global changes).

8.7 - Editing and changing tracks

8.7.1 - Change a track

In many cases redrawing a track is recommendable.

Page 61




new track (in progress).
When finished:

Pcbnew remove automatically the old track if it is redundant.

8.7.2 - Global changes
Global tracks and via sizes dialog editor is accessible via the pop-up window by right clicking on a track.

.l"l.'.'.
y

] .'Tii Drag Seqments, Keep Slope D

i

17 Drag Seqgrient 3
| R
1 )I"-. Break Track,
Change Segment YWwidth E
Change Track Width

Select Track width »

- M

'l Delete

-LGIDI:--E:I Tracks and Yias

r Set Flags

EE‘:: et and Move Faakprint T

The dialog editor allows global changes of tracks and/or vias for:
* The current net.

*  The whole board.
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Global Edition of Tracks and Yias
Current Settings:

Current Met: SMDS
Current MetZlass:  Default

Track size | ¥ia diameter | ¥ia drill | u¥ia size | u¥ia Drill

Metclass walue | 0,0170" 0,0450" 0,0250"

Current yalue Defaulk Defaulk Diefaulk

Global Edition Option:

{#) 5et tracks and vias of the current Mek ko the Metclass value
() Set all tracks and vias ko their Netclass value
() 5t all vias (no track) to their Metclass value

(" Set all tracks {no via) to their Metclass value

0,0200" | 0,0080"
Defaulk Defaulk

il ] [ Cancel
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9 - Creating copper zones
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Copper zones are defined by an outline (closed polygon), and can include holes (closed polygons inside
the outline). A zone can be drawn on a copper layer or alternatively on a technical layer.
9.1 - Creating zones on copper layers

Pad (and tracks) connections by filled copper areas are checked by the DRC engine. A zone must be
filled (not just created) to connect pads. Pcbnew uses currently track segments or polygons to fill copper
areas.

Each option has its advantages and its disadvantages, mainly when redraw screen. The final result is
however the same.

For calculation time reasons, the zone filling is not remade after each change, but only:
* If afilling zone command is executed.
*  When a DRC test is made.

Copper zones must be filled or refilled after changes in tracks or pads. Copper zones (Usually ground
and power planes) are usually attached to a net.

In order to create a copper zone you should:

* Select parameters (net name, layer ...). To switch on the layer and highlight this net is not
mandatory but is a good practice.

* Create the zone limit (If not, all the board will be filled.).

* Fill the zone.
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Pcbnew tries to fill all zones in one piece, and usually, there will be no unconnected copper blocks. So it
can happens that some areas remain not filled. Zones having no net are not cleaned and can have
insulated areas.

9.2 - Creating a zone

9.2.1 - Creating the limits of a zone

=N

Use the tool . The active layer must be a copper layer. When clicking to start the zone outline, the
following dialog box will be opened.

' Zone Properties

Layer: Met; et Filkering
-Cn:n!'npn:nsant net> - Display:
B ivre
Yoo = |Filtered (advanced)
IREFS
IREF4 Hidden net Filker;
JREF11 |N-*
IREF10
[PC-WR
IPC-RST
IPC-RD
IPC-AEN
{PC-A3 [ Aipply Filers
IPC-A3

‘Wisible net filker:
E

Setkings

Clearance (") Pad conneckion: Fill mode: Cutling slope:
|D.UEUD | |Thermal relief w | |F‘|:u|~;.-'|;||:un A | |.ﬁ.r|:|itrar';.-'

Minirnumn widtch (" Thermal Feliefs Segments | 360 deg:  Qutline stvle:
00100 | 18 v | |Hatched

Antipad clearance ("
00200

Spoke width ™
||:|.|:|2|:|n

[Expl:nrl: Settings to Other Z-:unes] [ Ok, l [ Cancel ]

You can specify all parameters for this zone (net, layer, filling options, pad options ...). Draw the zone
limit, on this layer. This zone limit is a polygon, created by a left clicking at each corner. A double click
will end the polygon.

The polygon will be automatically closed. If the starting point and the ending point are not at the same
coordinate, Pcbnew will add a segment from the end point to the start point.

Remarks:
* The DRC control is active when creating zone outlines.
* Acorner which creates a DRC error will not be accepted by Pcbnew.

Here=follow you can see and example of a zone limit (polygon in thin hatched line)
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9.2.2 - Filling the zone

When filling a zone, Pcbnew remove all not connected copper islands. To access the zone filling
command, right click on the edge zone.
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¥ _‘ Create Corner

i
¥ Drag Outline Segrment
@ﬁGEt and Mowe Fookprint & J .

&dd Similar Zone

r
™ Fill or Refill Al Zones

y ] ) E Add Cukout Area
. Remove Filled Areas in Al Zones

»
_ . Fil Zore
Q Select Working Laver -t

| Cenker
@\ Zoom in
Q Zoorn ouk

r
7. Remove Filed Areas in Zone

* Mave Zone

@ ? Edit Zone Params

—1 Delete Zone Dutline

"_"E arid Select

>

C4

The polygon is the border of the filling area. You can see a non-filled area inside the zone, because this
area is not accessible:

* Atrack creates a border and

* There is no starting point for filling in this area.
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Note:
you can use many polygons to create cutout areas. Here-follow you can see an example.




9.3 - Filling options

Setkings

Clearance (") Pad conneckion: Fill mode: Cutling slope:

0.0z00 Thermal relief | |Polkygon || Arbitrary b

rlinirmurm width " Thermal Reliefs Segments | 360 deg:  Outline styvle;

0.0100 Antipad clearance (" 16 ¥ | |Hatched b
0.0z200

Spoke width ™
0.0z00

When you fill and area, you must choose:
* The mode for filling.
* The clearance and minimum copper thickness.
* How pads are drawn inside the zone (or connected to this zone).

* Thermal reliefs parameters.

9.3.1 - Filling mode

Zones can be filled using polygons or segments. The result is the same. If you have problems with
polygon mode (slow screen refresh) you should use segments.

9.3.2 - Clearance and minimum copper thickness

A good choice for clearance is a grid that is a bit bigger than the routing grid. Minimum copper thickness
value ensures that there are no too small copper ares.

Warning: if this value is too large, small shapes like thermal stubs in thermal reliefs cannot be drawn.
9.3.3 - Pad options
Pads of the net can either be included or excluded from the zone, or connected by thermal reliefs.

* If included, soldering and un-soldering can be very difficult.

* If excluded, the connection to the zone will not be very good.

* Athermal relief is a good compromise.
Here is the result for the 3 options.
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Include Pads

Exclude Pads

Note:

* The zone can be filled only if tracks exists
to connect zones areas.

* Pads must be connected by tracks.

Thermal relief.
Pad is connected by 4 track segments.

The segment width is the current value used for
the track width.

9.3.4 - Thermal reliefs parameters

Thermal Reliefs

Antipad clearance (")
10,0200

Spake widkh )
|n.uznn

You can set two parameters for thermal reliefs.

Copper width

T AntiPad Size
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9.3.5 - Parameters choice

The copper width value for thermal reliefs must be bigger than the minimum thickness value for copper

zone. If not, they cannot be drawn.

Additionally, a too large value for this parameter or for antipad size does not allow to create a thermal
relief for small pads ( like pads sizes used for SMD components).

9.4 - Adding a cutout area inside a zone

A zone must already exist. To add a cutout area (a non filled area inside the zone):

* Right click on an existing edge outline.
* Select Add Cutout Area.

¢ Creates the new outline.

Q%,Get and Move Fookprink

¥
I Fill or Refill Al Zones

r
I Remove Filled Areas in Al Zones

g Select ‘Working Layver

| Zenter

O Fedraw wvigw

[q)\ Zoarm audko
®\ Zoom select

E‘:_:'E arid Select
19
M Dy

After creating the outline.

g _‘ Create Corner

iDrag Cutline Segment

O Add Simmilar Zone

Add Cukout Area
L

r
. Fil Zone

»
™ Remove Filed Areas in Zone

* Move Zone

,/7 Edit Zone Params

‘T' Celete Zone Cutline
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See the cutout outline.

9.5 - Outlines editing

An outline can be modified by:
* Moving a corner or an edge.
* Deleting or adding a corner.

* Adding a similar zone, or a cutout area.

If polygons are overlapping they will be combined.

L _‘ Create Corner

r ‘I? y
- Drag Cutling Segment el
I:_E:: @et and Move Footprint T g ?

To do that, right click on a corner or on an edge, en select the proper command.
Here is a corner (from a cutout) that has been moved.
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Polygons are combined. Adding a similar zone:
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Adding the zone

Final result

9.6 - Editing zone: parameters

When right clicking on an outline, and using 'Edit Zone Params' the Zone params Dialog box will open.
Initial parameters can be imputed . If the zone is already filled, refilling it will be necessary.

9.6.1 - Final zone filling
When the board is finished, one must fill or refill all zones. To do that:

* Activate the tool zones via the button .

* Right click to display the pop-up menu.
43t Get and Mowe Footprink (T)

&. Fill ar Refill &ll Zones

* Use Fill or Refill All Zones =
Warning, calculations can take some time, if the filling grid is small.

9.6.2 - Change zones net names

After editing a schematic, you can change the name of any net. For instance VCC can be changed to
+5V.

When a global DRC control is made Pcbnew checks if the zone net name exists, and displays an error if
not.

A "by hand" parameter zone edition will be necessary to change the old name to the new one.
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9.7 - Creating zones on technical layers

9.7.1 - Creating zone limits

This is done using the button . The active layer must be a technical layer.

When clicking to start the zone outline, this dialog box is opened.

Mon Copper Zones Properties il

—Outlines Appearence

Zone Edges Orienk
€ Line

f* Ary
% Hatched Cutline ~ H. v and 45 d c |
ar eg ancel |
" Full Hatched !

Laver selection:
Adhes_Cu
adhes__ Cmp
SoldP_Cu
SoldP_Cmp
Serigr_Cu
Sérigr_Cmp
Masque_Cu
Masque_Crp

Drawinﬂs

Ecol
Ecoz
Contour_Pch

Select the technical layer to place the zone and draw the zone outline like explained previously for

copper layers.
Notes:

* For editing outlines use the same way as for copper zones.

* In necessary, cutout areas can be added.
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10 - Files for circuit fabrication

Table of Contents

10 - FileS fOr CirCUIL FADIICALION..............veeeeeeeee ettt e e e e e e e 76
LR A o 10T Tl o= o= = 1 o] 4 T 76
L T T B O (=X 77
10.3 - Setting COOrAINATES OFIQUN...............oo ettt 78
10.4 - Generating files for PROLO-LrACING.............uuuueeeeieeee ettt et 78

10.4.7 - GERBER TOIM@AL..........cooeeeeeeee ettt e e e e e e 80
T0.4.2 = HPGL FOIMI@L.........iieii ettt et e et e e e e e e e e e e et e e e e 81
10.4.3 - POSTSCRIPT fOIM@L......ccccoeeeee ettt a e e e e e e e e e e aaa e e e 81
RO [0 ] o 1 [ £ 1 81
10.5 - Global clearance settings for the solder stop and the solder paste mask..............ccccccccccun. 81
10.5.1 - SOIAEr MASK ClIEAIANCE............ccceeeeeeeeeeeeeeeeee ettt ettt e 82
10.5.2 - SOIAEr PASLE CIEAIANCE...............vvveeeeeeeeeee ettt e 82
10.6 - Generating Arill TilES.............oo e et 82
10.7 - Generating cabling dOCUMENTALION. .................uuueeiiieieeeee ettt 83
10.8 - Generation of files for automatic componNent INSEITION..............cccceeeeeeeiiiiiiieeeeiiieieieee e e, 84
10.9 - AQVaNCed tracCing OPLIONS. ...........ccoi it e s 84

Let us see now what are the step necessary for the creations of the necessary files for the production of
your printed circuit board.

All files generated by Kicad are placed in the working directory which is the same directory that contains
the file xxxxxx.brd for the printed circuit board.

10.1 - Final preparations

The generation of the necessary files for the production of your printed circuit board includes the
following preparatory steps.

Mark any layer (e.g., 'top or front' and 'bottom or back') with the project name by placing appropriate
text upon each of the layers.

All text on copper layers (sometimes called 'solder' or 'bottom') must be mirrored.
Create any ground planes, modifying traces as required to ensure they are contiguous.

Place alignment crosshairs and possibly the dimensions of the board outline (these are usually
placed on one of the general purpose layers).

Here is an example showing all these elements, except the ground planes, which have been omitted for
better visibility.
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includec: AR
A color key for the 4 copper layers has also been included: I8

10.2 - Final DRC test

Before generating the output files, a global DRC test is very strongly recommended.
Note:

Zones are filled or refilled when starting a DRC. Press the button to launch the following DRC

dialog.
DRC Control X
Opkions: Messages:
Compile ratsnest. ..
Clesrance Pad clearances...
Track clearances. ..
Min brack width (*): |0.0080 Fill z0mes... [ Start DRC |
Test zones. ..
Min via size ("): |0.0350 II;Iinnicthnen;CtEd pads... [ List Unconnecked ]
Min u¥ia size (") |0.0200 [ Delete all Markers |
Create Report File [ Delete Current Marker l
|
Error Messages:
Problems f Markers | Unconnected
ErrTypeils): Pad near pad 5
+ @ (7.0000 *,2,8000 "): Pad "1" (all copper layers) of P1
+ @ (7,1000 *,2.8620 "): Pad "14" (all copper layers) of P1
ErrTypei): Track near pad
« @ (5,6000 "2, 7300 "y Track 0.0170 " [/AUTOFD-] on Cuivre MNet:3 Length:0,2300 " W
[ 0K ] [ Cancel

Adjust parameters accordingly and then press [ S ]
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This final check will prevent any unpleasant surprise.

10.3 - Setting coordinates origin

Set the coordinates origin for the photo plot and drill files, one must place the auxiliary axis on this origin.

Activate the icon Iﬁ Move the auxiliary axis to the chosen location by clicking for instance on this
location.

10.4 - Generating files for photo-tracing

This is done via the Files/Plot menu option.
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Plot (%
Plak Format: Cukput direckory:
||:l|l:lt_ﬁ|l35 | [ Browse, .. ]
Layers Qpkions
Composant [ ]Plat sheet reference on all layers ]
) ; Drill marks:

Cuivre [ ]Plot pads on silkscreen
[]adhes_Frort Plat module value on silkscreen
[ ]adhes_Back Plat module reference on silkscreen Scaling:
[15oldP_Front Plat other module texts on silkscreen
[ 150ldr_Eack. [ ]Plat invisible bexts on sikscreen
Silks_Fronk [ ]Do nok kent: vias Plat mode:
Silks_Eack:
E MESE—F”:'E': Defaulk linewidth (")

Mask_Bac

— 0.00a0
[ ]orawings |
[ ] comments
[ ]Ecol Gerber Options
[Ecoz Ise proper Filename extensions
[]PcE_Edges Exclude PCE edge laver from ather layers
[ ]subtract soldermask from silkscreen
[ ]Use auziliary origin
Messages:

[ Flok l [Generate Drill FiIe] [ Close ]

Usually, the files are in the GERBER format. Nevertheless, it is possible to produce output in both HPGL

and POSTSCRIPT formats. When Postscript format is selected, this dialog will appear.
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Plak format:
Postscript s

Layers

Composant
Cuivre
[]adhes_Front
[ ]adhes_Back
[]=aldr_Front
[ 150lde_Back:
Silks_Front
silks_Eack:
[ ]task_Front
[ ]task_Eack
[ ]orawings

[ ]comments
[]Eco1

|:| Ecoz

[ 1PcE_Edges

Messages:

Cutput direckary:

plat_Files

Browse, .,

Opkions

[ ]Plat sheet reference on all lavers Drill marks

[ ]Plat pads on silkscreen UINE.2E

Plot module walue on silkscreen Small =

Plat module reference on sikscreen Scaling:

Plat okher module texts on silkscreen 1:1 3

[ 1Plot invisible texts on silkscreen

|:| Do nok tent. vias PI'?'t mode:

[ I®irrored plot Filled e
Default linewideh ("
0.0060

Pastscripk Cpkions

% scale: Y scale:

1000000 1000000
[ I Megative plot
[ ]Force a4 autput
Plot l [ Generate Drill File ] [ Close

In these formats, a fine scale adjust can be used to compensate for the plotter accuracy and to have a
true scale 1 for the output:

» scale: ¥ scale:

1.000000

10.4.1 - GERBER format

For each layer, Pcbnew generates a separate file following the GERBER 274X standard, by default in
3.4 format (each coordinate in the file is represented by 7 digits, of which 3 are before the decimal point

and 4 follow it; the units are inches). The tracing is always drawn to scale 1)

1.000000

It is normally necessary to create files for all of the copper layers and, depending on the type of circuit,
for the solder stop, solder mask, and silkscreen (component markings) layers. All of these files can be
produced in one go, by selecting the appropriate check boxes.

For example, for a double-sided circuit with solder stop, silkscreen and solder mask (for CMS
components), 8 files should be generated ('xxxx' represents the name of the .brd file).

* xxxx.copper.pho for the copper side.

* xxxx.cmp.pho for the component side.

* xxxx.silkscmp.pho for the component-side silkscreen markings.

* xxxx.silkscu.pho for the copper-side silkscreen markings.
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* xxxx.soldpcmp.pho for the component-side solder mask.

* xxxx.soldpcu.pho for the copper-side solder mask.

* xxxx.maskcmp.pho for the component-side solder stop mask.

* xxxx.maskcu.pho for the copper-side solder stop mask.

GERBER files format:

The format used by Pcbnew is RS274X format 3.4, Imperial, Leading zero omitted, Abs format. This is

very usual settings.

10.4.2 - HPGL format

The standard extension for the output files is .plt.

The tracing can be done at user-selected scales and can be mirrored. The Print Drill Opt list offers the
option of pads that are filled, drilled to the correct diameter or drilled with a small hole (to guide hand

drilling).

If the Print Sheet Ref option is active, the sheet cartridge is traced.

10.4.3 - POSTSCRIPT format

The standard extension for the output files is .ps in the case of postscript output.

As for HPGL output, the tracing can be at user-selected scales and can be mirrored.

If the Org = Centre option is active, the origin for the coordinates of the tracing table is assumed to be in

the centre of the drawing.

If the Print Sheet Ref option is active, the sheet cartridge is traced.

10.4.4 - Plot options

|:| Use Proper Gerber Extensions
[ ]Exclude pch edge layver

[ ]subtract Mask Fram Silk

] Print sheet reference

Print pads on silkscreen

Print module walue

Print module reference

Frint ather module texts

[ ]Force print invisible texts

|:| Ise Proper Gerber Extensions
[ ]Exclude pch edge layver

[ ]subtract Mask. Fram Silk

] Print sheet reference

Print pads on silkscreen

Print module walie

Print module reference

Frint other module exts

[ ]Force print invisible texts

Gerber format

other formats

GERBER format specific options:

Use Proper Gerber Extensions use .gbl .gtl instead of .pho for file name extensions.

Exclude Pcb Edge Layer Do no draw items on Edge layer onto other layers

Subtract Mask from Silk Remove all Silk from solder paste areas.

10.5 - Global clearance settings for the solder stop and the solder
paste mask

Masks clearances values can be set globally for the solder mask layers and the solder paste layers.
These clearances can be set following these steps.

* At pads level.

* At footprint level.
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* Or globally.
And Pcbnew uses by priority order.
* Pad values. If null:
* Footprint values. If null:
* Global values.

The menu option for this is available via the Preferences/Dimensions link.

SECEEEEN Design Fules 30 Display Help

3 B Library @l @ Mk @@
g zide La:.-'ers Manager “ || Clearance 11,0 mils
enera
ﬁ Display

Dimensions sl arid
% Language L4 E Texts and Drawings
= Hotkeys » o Pads

© % Pads Mask Clearance

fﬁ Save Preferences
ﬁ Read Preferences Q Save

d
I

The dialog box is the following.

Pads Mask Clearance

Dirnensions:

Mote:
- & positive value means a mask bigger than a pad
- a negative value means a mask smaller than a pad

Solder mask clearance: |U,E|22E| | inches

Solder paste clearance: |-U,DE|2EI | inches

o

Solder mask: ratio clearance: |-1IIIJIIIEIEIIZIIZII:|

]

[ 84 ] [ Cancel

10.5.1 - Solder mask clearance

A value near to 10 mils is usually good. This value is positive because the mask usually is bigger than
the pad.

10.5.2 - Solder paste clearance
The final clearance is the sum of the solder paste clearance and a percentage of the pad size.

This value is negative because the mask usually is smaller than the pad.

10.6 - Generating drill files
The creation of a drill file xxxxxx.drl following the EXCELLON standard is always necessary.

One can also produce an optional drill plan, which will be in HPGL (xxxxxx.plt) or POSTSCRIPT
(xxxxxx.ps) format, and/or an optional drill report (a plain text file). However, this is only occasionally
useful, as an additional check. The generation of these files is controlled via:

Create Dinll File

* the button.

* or the Files/Fabrication Outputs/Drill file menu selection.
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The Drill tools dialog box will be the following.

Layers: Pads Drill Opt Plat Format
Copper Lavers: Technical Layers: (IHPGL [ ]vias on mask
C-:u!'npu:-sant SoldP_Front @ cerber Line width
Cuivre SoldP_Eack,
SilkS_Front (O Postscript |D’DDSD
Silks_Back () Postscript A4
[v] silks )
Mask_Fronk Scale COpt () DYF Export
Mask_RBack
[ ]Drawings HPGEL Opkions: # scale adjust
[ |comments A
P :
[]PCE_Edges en size ()

| ¥ scale adjusk

Pen Speed (cm)'s)

Plok Mode
[ ]Use Proper Gerber Extensions Pen avr (")
[ Exclude peh edge laver | | [ Flat ]
[ ]Print sheet reference P Ciptions:
Print pads on silkscreen [ Save Options ]
Print module walue Plat Origin
Prink rodule reference ® absolute [ Generate dril File ]
Print ather module bexts
] ) Awxiliary axis [ Covit ]

[ ]Farce print invisible texts

Messages:

For the HPGL tracing of the drill plan, it is possible to define the n°. and speed of the pen used.
For setting the coordinate origin, the following dialog box is used.

Diill Origitie:
+ ahsclute
O audliary axs

* Absolute: absolute coordinate system is used.

* Auxiliary axis: coordinates are relative to the auxiliary axis (use the icon Iﬂl (right toolbar) to set
it.
10.7 - Generating cabling documentation

To produce cabling documentation files, the component and copper silkscreen layers can be traced.
Usually, just the component-side silkscreen markings are sufficient for cabling a PCB. If the copper-side
silkscreen is used, the text it contains should be mirrored in order to be readable.
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10.8 - Generation of files for automatic component insertion

This option is accessed via the Postprocess/Create Cmp file menu option. However, no file will be
generated unless at least one module has the Normal+Insert attribute activated (see Editing Modules).
One or two files will be produced, depending upon whether insertable components are present on one or
both sides of the PCB. A dialogue box will display the names of the file(s) created.

10.9 - Advanced tracing options

The options described below (part of the Files/Plot dialogue) allow for fine-grained control of the tracing
process. They are particularly useful when printing the silkscreen markings for cabling documentation.

|:| Ise Proper Gerber Extensions
[ ]Exclude pch edge layver
[]Print sheet reference
Print pads on silkscreen
: Print module walue
Print module reference
Print other module texts
[ ]Farce print invisible texts

The available options are:

Use Proper Gerber Extensions

GERBER format specific.
When creating files, use specific extensions foe each file.
If disabled the Gerber file extension is .pho

Exclude pcb edge layer

GERBER format specific.
Do not plot graphic items on edge layer.

Print Sheet Ref

Trace sheet outline and the cartridge.

Print Pads on Silkscreen

Enables/disables printing of pad outlines on the silkscreen layers (if
the pads have already been declared to appear on these layers). In
fact useful for preventing any pads from being printed, in the disabled
mode.

Print Module Value

Enables printing of VALUE text on the silkscreen.

Print Module Reference

Enables printing of the REFERENCE text on the silkscreen.

Print other module texts

Enables the printing of other text fields on the silkscreen.

Force Print Invisible Texts

Forces printing of fields (reference, value) declared as invisible. In
combination with Print Module Reference and Print Module Value, this
option enables production of documents for guiding cabling and
repair. These options have proven necessary for circuits using
components that are too small (CMS) to allow readable placement of
two separate text fields.
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11 - ModEdit - Managing Libraries

Table of Contents
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11.1 - Overview of ModEdit

Pcbnew can simultaneously maintain several libraries. Thus, when a module is loaded, all libraries that
appear in the library list are searched until the first instance of the module is found. In what follows, note
that the active library is the library selected within the Module Editor (ModEdit), the program we be now

described
ModEdit enables the creation and the editing of modules:
* Adding and removing pads.
* Changing pad properties (shape, layer) for individual pads or globally for all pads of a module.
» Editing graphic elements (lines, text).
* Editing information fields (value, reference, etc.).
* Editing the associated documentation (description, keywords).
ModEdit allows the maintenance of the active library as well by:
* Listing the modules in the active library.
* Deletion of a module from the active library.
* Saving a module to the active library.
* Saving all of the modules contained by a printed circuit.
It is also possible to create new libraries. A library is in fact made up of two files:
* The library itself (file extension .lib).

* The associated documentation (file extension .dcm).

The documentation file is systematically regenerated after the modification of the corresponding .lib file.
In this way the file can easily be recovered if lost. The documentation is used to accelerate the access to

the module documentation.

11.2 - ModEdit

The Module Editor can be accessed in two different ways:
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=>» Directly, via the icon in the main toolbar of Pcbnew.

=» In the edit dialog for " =" the active module (see figure below: accessed via the context menu), there

is the button Module Editor.

% Module properties

Properties | 30 settings

Change Moduleds)

Madule Editar

Crientation {in 0.1 degrees)

Rotation 180 degree

10 0

) User 37

Fields: [
Reference
s =) |
Yalue
| " ] Atkributs:
628125 Edit
(%) Mormal
Side Select MNormal+Inserk
de el [ ) I
(&) Top 1 virkwal
Eattom
© Move and Auko Place
Orienkation @ Free
Crienkation ) Locked
(%) Mormal
) +90.0 Auka Move and Place
()-90.0 %ﬂtatinn BDEI degree
{180.0

10

37

Masks clearances local values;

Set these values to 0 to use global values

Pasition

% ("): All pads nets clearance |U-DUDD | inches
14,0000 |

¥ (Y, Solder mask clearance: |EI.EIIIIU | inches
2.6500

| | Solder paste clearance: |-U-DUDU | inches

Solder mask ratio clearance: |-U.D Yo
[ K ] [ Cancel ]

In this case, the active module of the board will be loaded automatically in ModEdit, enabling

immediate editing or archiving.

11.3 - ModEdit user interface

By calling ModEdit the following window will appear.
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*¥ Module Editor (active library: F:\icad\share\modulesiconnect.mod)
File Edit Wiew Place Help

PP nleg =

Grid 5,0 w || Ak

3 &
Hedd HALZ

26 75 24 =
Mg weat VgEd) Vs

7 20
MLT ' HMDE

628128

o . 9 A
MAD L) Had Maz

| i 13 15
Ml MAD Mg MEL

b4

15 Metlisk path Layer Pads Skak
625126 [3240023F Dessus Je

7257919  Ro0,6234 Th59,1

Orignk Module
0,0 DIP-32_ 600

e 01,3200 dy -0,5350

30-5hape Daocy 32 pins DIL package, round pa

dilidil_32-wad, vl kKeyw's DIL

Inches

11.4 - Top toolbar in Modedit

MR IR AL

Grille 5,0 % || Zoaom 35

-8 B

From this toolbar, the following functions are available:

=@ QR D
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Select the active library.

Save the current module to the active library, and write it on disk.

Create a new library and save the current module in it.

Access a dialog for deleting a module from the active library.

Create a new module.

Load a module from the active library.

Load (import) a module from the printed circuit board.

Export the current module to the printed circuit board. when the module was
previously imported from the current board.

It will replace the corresponding module on the board (i.e., respecting position and
orientation).

Export the current module to the printed circuit board, whenlf the module was loaded
from a library.

It will be copied on to the printed circuit board at position 0.

Import a module from a file created by the Export command ( ).

o

Export a module. This command is essentially identical to that for creating a library,

| | 1 . | e
the only difference being that creates a library in the user directory, while
creates a library in the standard library directory (usually kicad/modules).

Undo - Redo

Calls the module properties dialog.

Call the print dialog.

Standard zoom commands.

Call the pad editor.

Not used.

11.5 - Creating a new module

The button

s

allows the creation of a new module. You will be asked for the name by which the

module will be identified in the library. This text also serves as the module reference, which will be
replaced by the final reference on the printed circuit board (U1, IC3, etc.)
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It will be necessary to add the following to the new module:
* Qutlines (and possibly text).
* The pads.
* Avalue (place-holding text that will subsequently be replaced by the true value).

When a new module is similar to an existing module in a library or board, this alternative and often
quicker method should be used:

= |
1. Load the similar module via the buttons Q““: , 3 and .
2. Modify the reference field to the name of the new module.
3. Edit and save the new module.

11.6 - Creating a new library

Bs
The creation of a new library is done via the button ’l‘ , in this case the file is created by default in the

[ ]
library directory or via the button , in which case the file is created by default in your working
directory.

A file-choosing dialog allows the name of the library to be specified and its directory to be changed. In
both cases, the library will contain the module being edited.

WARNING

If an old library of the same name exists, it will be overwritten without warning.

11.7 - Saving a module in the active library

The action of saving a module (thereby modifying the file of the active library) is performed using this

button . If a module of the same name already exists, it will be replaced. Since you will depend
upon the accuracy of the library modules, it is worth double-checking the module before saving.

It is recommended to edit either the reference or value field text to the name of the module as identified
in the library.

11.8 - Transferring a module from one library to another

N

Select the source library via the button

Load the module via the button %"j: .

Select the destination library via the button I‘ .

Save the module via the button

You may also wish to delete the source module. Reselect the source library then delete the old module
kg i |

via the button and the button
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11.9 - Saving all modules of your board in the active library

It is possible to copy all of the modules of a given board design to the active library. These modules will
keep their current library names.

This command has two uses.

* To create an archive or complete a library with the modules from a board, in the event of the loss
of a library.

* More importantly, it facilitates library maintenance by enabling the production of documentation
for the library, as below.
11.10 - Documentation for library modules

It is strongly recommended to document the modules you create, in order to enable rapid and error-free
searching.

For example, who is able to remember all of the multiple pin-out variants of a TO92 package? The
Module Properties dialog offers a simple solution to this problem.

% Module properties

Properties | 3D settings

Figlds: Attributs:
Diac
(%) Mormal
|I"-'1|:u:|u|e il 32 pins, pads ronds, e=&00 mils | O M Insert
ormal+Inser
Kewwaords ) virkual
oL |
Move and Auko Place
Reference ©Free
s [ Ed | ke
Walue Auko Move and Place
|523123 " Edit ] Rotation 90 degres Rotation 180 degree
0 ] 10 ] 1] 10

B e

Masks clearances local values;

Set these values to 0 to use global values

Al pads nets clearance |D-UDUU | inches
Solder mask, clearance: |D-UDDD | inches
Solder paste clearance: |-|:|,|:||:||:||:| | inches

Solder mask ratio clearance: |-D-U %o

[ Ok ] [ Cancel ]

This dialog accepts:
* Aone-line comment/description.

* Multiple keywords.
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The description is displayed with the component list in Cvpcb and, in Pcbnew, it is used in the module

selection dialogs.

The keywords enable searches to be restricted to those modules corresponding to particular keywords.

When directly loading a module (the icon , of the right-hand Pcbnew toolbar), keywords may be
entered in the dialog box. Thus, entering the text "=CONN" will cause the display of the list of modules
whose keyword lists contain the word CONN.

11.11 - Documenting libraries — recommended practice

It is recommended to create libraries indirectly, by creating one or more auxiliary circuit boards that
constitute the source of (part of) the library, as follows:

* Create a circuit board in A4 format, in order to be able to print easily to scale (scale = 1).

* Create the modules that the library will contain on this circuit board.

* The library itself will be created with the File/Archive footprints/Create footprint archive command.

FIEN Edit  Wiew Place Preferences Tools Design Rules  Help

: =

+ hew ! G, @ €

' lopen Tt o v + | Grille
Open Recent L4

o Append Board

¥,
"I' ISave as..,

._ Revert
T

¢ Rescue

&

.,

- .-
P Fabrication Cukputs
'1 Imnport ¥

. '> Export r

ﬁ Page settings

| Prinit

| Frink Sy

Eg_,Plnt .‘I g

!' Archive Fookprints L l];l. Archive New Fookprinks

-ﬂ Quit

Create Footprint Archive

The "true source" of the library will thus be the auxiliary circuit board, and it is on this circuit that any
subsequent alterations of modules will be made. Naturally, several circuit boards can be saved in the

same library.

Page 91



It is generally a good idea to make different libraries for different kinds of components (connectors,
discretes,...), since Pcbnew is able to search many libraries when loading modules.

Here is an example of such a library source:

[ F:kicadimodulesidiscret1 .brd

Eichiers Préférences Divers Fostprocesseurs  Aide

D@l Bl I 2le] 8| Rl2lRlE] g A8 oo =] =
[Tack150 =] [vias0o0 =] [Gid50 =] |Zoomi1ze =]

1%}
[PRIBKIG

il

HLLFS

REERLEF B EEE ]

2128 X B.0800 ¥23700  |xE.0800 y23700

R Démarrer | | 4 & =|Gestion des libra_| @ KiCad (20-nov-2_ [[[EEF\kicad\modul. . 183 Olad 12:35

This technique has several advantages:

1. The circuit can be printed to scale and serve as documentation for the library with no further
effort.

2. Future changes of Pcbnew may require regeneration of the libraries, something that can be done
very quickly if circuit-board sources of this type have been used. This is important, because the
circuit board file formats are guaranteed to remain compatible during future development, but
this is not the case for the library file format.
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12 - ModEdit - Creating and Editing Modules
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12.1 - ModEdit overview

ModEdit is used for editing and creating PCB modules. This includes:

Adding and removing pads.

Changing pad properties (shape, layer), for individual pads or for all pads in a module.
Adding and editing graphic elements (contours, text).

Editing fields (value, reference, etc.).

Editing the associated documentation (description, keywords).
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12.2 - Module elements

A module is the physical representation (footprint) of the part to be inserted in the PCB and it must be
linked to the relative component in your schematic. Each module includes three different elements:

* The pads.

* Graphical contours and text.

* Fields.

In addition, a number of other parameters must be correctly defined if the auto-placement function will
be used. The same holds for the generation of auto-insertion files.

12.2.1 - Pads
Two pad properties are important:

* Geometry (shape, layers, drill holes).

* The pad number, which is constituted by up to four alphanumeric characters. Thus, the following are
all valid pad numbers: 1, 45 and 9999, but also AA56 and ANOD. The pad number must be identical
to that of the corresponding pin number in the schematic, because it defines the matching pin and
pad numbers that Pcbnew links pins and pads with.

12.2.2 - Contours

Graphical contours are used to draw the physical shape of the module. Several different types of
contour are available: lines, circles, arcs, and text. Contours have no electrical significance, they are
simply graphical aids.

12.2.3 - Fields

These are text elements associated with a module. Two are obligatory and always present: the
reference field and the value field. These are automatically read and updated by Pcbnew when a
netlist is read during the loading of modules into your board. The reference is replaced by the
appropriate schematic reference (U1, IC3, etc.). The value is replaced by the value of the corresponding
part in the schematic (47K, 74LS02, etc.). Other fields can be added and these will behave like graphical
text.

12.3 - Starting ModEdit and selecting a module to edit

ModEdit can be started in two ways:

e Directly via the ﬂl icon from the main toolbar of Pcbnew. This allows creation or modification of a
module in the library.

* Double-clicking a module will launch the 'Module Properties' menu, which offers a 'Go to Module
Editor' button. If this option is used, the module from the board will be loaded into the editor, for
modification or for saving.

12.4 - Module Editor Toolbars

Calling ModEdit will launch a new window that looks like this.

Page 94



% Module Editor (lib: )
Dimensions 30 Display  Help

® 0O o

Grid 25.0 w

H
7
I

£ = @ # 12 [1-]

ENR 4RI

W

%0‘5‘:‘5@

Q%N

EBIX]

* €= L0 (&

Pads Yias Modes
2 0 0

Mets
1

Lirks

]
£11

Connect LInconnected
I 1]

»0.,0000 ¥ 0.0000

% 0.0000 40,0000

Inch

Page 95



12.4.1 - Edit toolbar

X e J@Y e

This toolbar contains tools for:
* Placing pads.
* Adding graphic elements (contours, text).
* Positioning the anchor.

* Deleting elements.

The specific functions are the following:

No tool.

Add pads.

Draw line segments and polygons.

Draw circles.

Draw circular arcs.

Add graphical text (fields are not managed by this tool).

Position the module anchor.

X &2 J @11 e

Delete elements.

Grid origin. (grid offset). Useful for placement of pads.
The grid origin can be put on a given location (the first pad to place),
and after the grid size can be set to the pad pitch.

Placing pads is therefore very easy
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12.4.2 - Display toolbar

R
Y
"
s

These tools manage the display options in ModEdit

3 A % o 1B |15

These options are active when the button is pressed:

Display the grid.

R
R
Y
EEE

Display polar coordinates.

Use units of mm (update: now mm/inches are toggled via two buttons).

Crosshair cursor.

Display pad in outline mode.

Display text in outline mode.

H %@ | = 18 15| |PX

Display contours in outline mode.

=

12.5 - Context Menus

The right mouse button calls up menus that depend upon the element beneath the cursor.
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(¥ Redraw view

E‘:_:'E Grid Select

% Close

The context menu for editing pads.
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The context menu for editing graphic
Q Zoom in F1 elements.
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0 Redraw wiew F3
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= Edit Layer (Al
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12.6 - Module properties dialog

This dialog can be launched when the cursor is over a module by clicking on the right mouse button and
then selecting 'Edit Module'.
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%" Module properties

Properties | 3D settings
Fields:

Abtributs:
- %) Mormal
|Cu:unu:|ensateur polarise | A
Keyvwords ﬁ;ls?? EI_-.'E attribuke For most non smd cnmpnnentsi
\cP |
Move and Auto Place
Reference (%) Free
\CP6 [t | O Locked
Walue Auta Move and Place
|C*** " Edit ] Ratation 90 degree Rokation 180 degree

0 1] 10 0 1] 10

e e

Masks clearances local values:

Set these values to 0 ko use global values

All pads nets clearance |U-DDDD | inches
Solder rask clearance: |D-DDDD | inches
Solder paste clearance; |-|:|,|:||:||:||:| | inches

Solder mask ratio clearance: |-EI.EI U

[ Ok H Cancel ]

The dialog can be used to define the main module parameters.

12.7 - Creating a new module

A new module can be created via the button E::'J . The name of the new module will be requested. This
will be the name by which the module will be identified in the library.

This text also serves as the module reference, which is ultimately replaced by the real reference (U1,
IC3...).

The new module will require:

* Contours (and possibly graphic text).

* Pads.

* Avalue (hidden text that is replaced by the true value when used).
Alternative method:

When a new module is similar to an existing module in a library or a circuit board, an alternative and
quicker method of creating the new module is as follows:

L 2 -
1. Load the similar module ( é , 3 , or )

2. Modify the reference field in order to generate a new identifier (name).

Page 100



3. Edit and save the new module.

12.8 - Adding and editing pads

Once a module has been created, pads can be added, deleted or modified. Modification of pads can be
local, affecting only the pad under the cursor, or global, affecting all pads of the module.

12.8.1 - Adding pads

Select the icon from the right hand toolbar. Pads can be added by clicking in the desired position
with the left mouse button. Pad properties are predefined in the pad properties menu.

Do not forget to enter the pad number.

12.8.2 - Setting pad properties
This can be done in three different ways:

@

2. Clicking on an existing pad and selecting 'Edit Pad'. The pad's settings can then be edited.

1. Selecting the icon from the horizontal toolbar.

3. Clicking on an existing pad and selecting 'Export Pad Settings'. In this case, the geometrical
properties of the selected pad will become the default pad properties.

In the first two cases, the following dialog window will be displayed:

Pad Properties

Pad Mumn Pad shape: Pad Crient: Pad Type:
1 (%) Circle (O (%) Standard
Pad Met Name : O oval Cren () 5D
O Rect O-90 ) conn
Pad Geometry: (O Trapezoidal (0180 () MPTH, Mecharical
I ) {:} Cuskam
Pad pos ¥ [0, 0000 inches ~ Drill Shape: Layers:
SN~ 00 _— (&) Circle Pad Orient (0.1 deg) Copper Layers:
£l
O Oval 0 O Dessus
{:} Dessous
Pad drill ¥ |0, 1200 inches
(%) all Copper Layers
Pad drill ¥ inches ()Mo Copper Layers

Fookprink arientation
Technical Lavers:

<h ey nch Ratation: 0,0
ape size inches
. 0, 1600 Board side:  Frank side [] adhes_Frant
Shape size inches [ adhes_Back
Clearances: [ ]5oldP_Front
Shape offset X |, noon inches Set these values to 0 []saldP_Back
to use Paremt footprint or global values 5ilkS_Front
Shape offsek % (0,0000 inches [siks K
Met pad clearance |0,0000 inches Silk>_Bac
shape delta dim inches Mask_Frant
_ Solder mask clearance: |0,0000 inches Mask_Back
Trap. direction Rak 0 [Jorami
Fawings
Solder paste clearance: g oooo inches FEco1
Length die |0,0000 inches
' Solder mask ratio clearance: |-0,0 % []Ecoz
[ (] 4 l [ Cancel
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Care should be taken to define correctly the layers to which the pad will belong. In particular, although
copper layers are easy to define, the management of non-copper layers (solder mask, solder pads...) is
equally important for circuit manufacture and documentation.

The Pad Type selector triggers an automatic selection of layers that is generally sufficient.

12.8.2.1 - Rectangular pads

For SMD modules of the VQFP/PQFP type which have rectangular pads on all four sides (both horizontal and
vertical) it is recommended to use just one shape (for example, a horizontal rectangle) and to place it with
different orientations (0 for horizontal and 90 degrees for vertical). Global resizing of pads can then be done in
a single operation.

12.8.2.2 - Rotate pads
Rotations of -90 or -180 are only required for trapezoidal pads used in microwave modules.

12.8.2.3 - Not plated through hole pads
* Pads can be defined as Not Plated Through Hole pads (NPTH pads).

* These pads must be defined on one or all copper layers (obviously, the hole exists on all copper
layers).

* This requirement allows you to define specific clearance parameters ( for instance clearance for
a screw).

* When the pad hole size is the same as the pad size, for a round or oval pad, this pad is NOT
plotted on copper layers in GERBER files.

* These pads are used for mechanical purposes, therefore no pad name or net name is allowed. A
connection to a net is not possible.

12.8.2.4 - Pads not on copper layers
These are unusual pads. This option can be used to create fiducials or masks on technical layers.

12.8.2.5 - Offset Parameter

Pad 3 has an offset Y = 15 mils.
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12.8.2.6 - Delta Parameter (trapezoidal pads)

Pad 1 has its parameter Delta X = 10 mils

12.8.3 - Setting clearance for solder mask and solder paste mask layers
Setting clearance can be made at 3 levels:

* Global level.
* Footprint level.
* Pad level.
Pcbnew uses to calculate clearance:

* Pad settings.
If null

* Footprint settings.
If null

* Global settings.

12.8.3.1 - Remarks
The solder mask pad shape is usually bigger than the pad itself. So the clearance value is positive. The
solder paste mask pad shape is usually smaller than the pad itself. So the clearance value is negative.

12.8.3.2 - Solder paste mask parameters
For solder paste mask there are two parameters:

* Afixed value.
* A percentage of the pad size.

The real value is the sum of these 2 values.

12.8.3.3 - Footprint level settings

Masks clearances local values;

Set these values to O to use global values

&l pads nets clearance 0.00aa inches
Solder mask clearance: 0.00aa inches
Solder paste clearance: -0.0000 inches
Solder mask ratio clearance; |-0.0 %
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Pad level settings:

Clearances:

Set these values to O
to use Parent Footprint or global values

Met pad clearance |0.0000 inches

Salder mask cearance: |0.0000 inches

Solder paste clearance: |-0,0000 inches
Solder mask ratio clearance; |(-0.0 %o

12.9 - Fields Properties

There are at least two fields: reference and value.

Their parameters (attribute, size, width) must be updated. You can access the dialog box from the pop-

up menu, by double clicking on the champ, or by the footprint properties dialog box.

Footprint text properties

Module CPa (CF*) arient 0.0

Feference:
P&

Size ® ("1 Thickness (" Shyle
(%) Mormal

0.0600 0.01z0

Size ¥ (") Crientation (O Ttalic

0.0s00 (%} harizonkal

Offset 3 ("1 O vertical

0.00a0

Offset ¥ ("

() visible

0,0000
) Inwisible

12.10 - Automatic placement of a module

If the user wishes to exploit the the full capabilities of the auto-placement functions, it is necessary to

define the allowed orientations of the module (Module Properties dialog).

Move and Auko Place

{}} Free
) Locked

Auto Move and Place

Rotation 90 degree
0 ] 10

y,

Ruokation 150 degree
] 0 10

J
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Usually, rotation of 180 degrees is permitted for resistors, non-polarized capacitors and other
symmetrical elements.

Some modules (small transistors, for example) are often permitted to rotate by +/- 90 or 180 degrees.
By default, a new module will have its rotation permissions set to zero. This can be adjusted according
to the following rule:

A value of 0 makes rotation impossible, 10 allows it completely, and any intermediate value represents a
limited rotation. For example, a resistor might have a permission of 10 to rotate 180 degrees
(unrestrained) and a permission of 5 for a +/- 90 degree rotation (allowed, but discouraged).

12.11 - Attributes

The attributes window is the following:

Attributs
* Mormal

" Mormal+Inzert
" Yirtual

* Normal is the standard attribute.

* Normal+Insert indicates that the module must appear in the automatic insertion file (for automatic
insertion machines). This attribute is most useful for surface mount components (SMDs).

* Virtual indicates that a component is directly formed by the circuit board. Examples would be
edge connectors or inductors created by a particular track shape (as sometimes seen in
microwave modules).

12.12 - Documenting modules in a library

It is strongly recommended to document newly created modules, in order to facilitate their rapid and
accurate retrieval. Who is able to recall the multiple pin-out variants of a TO92 module?

The Module Properties dialog offers a simple and yet powerful mean for documentation generation.

*¥ Module properties

Properties | 30 setkings

Figlds: e
Doc
32 pins DIL ka d pad @N
ins ackage, round pads
p package, p On
Keyvwords Oy
DIL
Moy
Reference ®F
us |  OU

This menu allows:
=» The entry of a comment line (description).
=> Multiple keywords.

The comment line is displayed with the component list in CVPCB and in the module selection menus in
PCBNEW. The keywords can be used to restrict searches to those parts possessing the given
keywords.
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=
Thus, while using the load module command (icon in the right-hand toolbar in Pcbnew), it is
possible to type the text "=T0220" into the dialog box to have PCBNEW display a list of the modules
possessing the keyword "TO220".

12.13 - 3-dimensional visualisation

A module may have been associated with a file containing a three-dimensional representation of itself. In
order to associate such a file with a module, select the 3D Settings tab. The options panel is the
following:

¥ Module properties

Properties | 30 settings |

3D Shape Mame

30 Scale and Pos
Shape Scale: {3

A (1,000000
Wi [1,000000
Z: (1,000000

Shape Offset; (0

X |0,000000
¥ |0,000000 [ Add 30 Shape ]
z [0,oooo0g [ Remove 30 Shape ]

Shape Raotation: ()

X (0,000000
Wi [0,000000
£ (0,000000

(0] 4 H Cancel
— e —— — - T ——

L |

The data information should be provided:

=» The file containing the 3D representation (created by the 3D modeler wings3d, in vrml format, via
the export to vrml command).
The default path is kicad/modules/package3d. In the example, the file name is
discret/to_220horiz.wrl, using the default path)

=» The x, y and z scales.
=> The offset with respect to the anchor point of the module (usually zero).
=» The initial rotation in degrees about each axis (usually zero).

Setting scale allows:
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=>» To use the same 3D file for footprints which have similar shapes but different sizes (resistors,
capacitors, SMD components...)

=» For small (or very large) packages, a better use of the wings3D grid.

| Scale 71 -> 0.1 inch in Pcbnew = 1 grid unit in wings3D

If such a file has been specified, it is possible to view the component in 3D.

ECTEE— RI=TEY

File

¥ &lalQlRl B|& w]b]| &

| 0,00  |dy 0,00 iew: 16,4 | Y

The 3D model will automatically appear in the 3D representation of the printed circuit board.

12.14 - Saving a module into the active library

The save command (modification of the file of the active library) is activated by the button.

If a module of the same name exists (an older version), it will be overwritten. Because it is important to
be able to have confidence in the library modules, it is worth double-checking the module for errors
before saving.

Before saving, it is also recommended to change the reference or value of the module to be equal to the
library name of the module.

12.15 - Saving a module to the board

Lj]'

If the edited footprint comes from the current board, the button

will update this footprint on the
board.
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